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ior ilan:mable ciryogens, expand the
scone of the regulaonns to encompass
the transportation of these materials
in intrastate commerce by highway,
reguire DOT registration of certain
shippers and carriers of these materi-
als, and require the training of drivers.
1t is also proposed that nonflammable,
nonpressurized cryogenic liquids, cur-
rently not generally subject to the
Hazardous Materials Regulations, be
made specifically subject to certain
regulations due to the hazard present-
ed by their extremely low tempera-
tures. In addition to cryogenic liquids,
this notice proposes to authorize the
bulk transportation of ethane and hy-
drogen chloride, anhydrous. Finally,
due to substantial interest in the sub-
ject matter, this notice schedules a
public hearing on the proposed rule.

DATES: Comments: Comments must
be received by June 28, 1979. Hearing:
A hearing will be held on April 17,
1979 from 900 am. to 5 p.m. Any
person wishing to present an oral
statement at the hearing must notify
the Docket Branch at the address
below prior to April 10, 1979, Each re-
guest must identify the speaker. orga-
nization represented, if any; daytime
phone number; and the length of the
presentation, not to exceed ten min-
utes.

ADDRESSES: Comments: Comments
should be addressed to the Dockets
Branch (HM-115), Information Serv-
ices Division, Materials Transporta-
tion Bureau, Research and Special
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Programs Administration, Department
of Trenspoersation. Washingion, D.C,
20590, It is ,quebted that fx\c copies
be submiticd. aring:. Thie hearing
be keld in Toom 3201 of the Trans
cint Building, 21060 20 SBtreet, SW.

Viashington, 11.C
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sure to keep a gas liguefied allows for
significant weight reduction in the
container.

Apvanch NOTICE OF PROPCSED
RULEMAKING

To date the regulation of cryogenic
liquids under the Hazardous Materials
Regulations has been done on a piece-
meal basis that has resulted in a lack
of completeness and uniformity. In
1974, to begin the process of rectifying
this situation, MTB’s predecessor
issued an advance notice of proposed
rulemaking (ANPRM) pertaining to
the transportation of cryogenic liquids
(39 FR 7950, March 1, 1974; 39 FR
32624, September 10, 1974). The
ANPRM provided for packaging, ship-
ping and carriage requirements appli-
cable to flammable or pressurized
cryogenic liquids. This notice of pro-
posed rulemaking continues many of
the provisions contained in the
ANPRM, incorporates some changes
made as a result of comments to the
ANPRM and, in several areas, extends
the scope of the ANPRM.

Under present regulations those
cryogens that are flammable or pres-
surized cannot be transported in bulk
(with the exception of hydrogen in
tank cars) except when under an ex-
emption isstied by DOT. Also, non-
flammable, nonpressurized cryogenic
liquids, which make up the vast major-
ity of container shipments are present-

ly not regulated under the Hazardous
Materials Regu.ations, except in the
water mode.
Under this
scheme cf xegul &l
ANPRM f3v {laimiy

otice, the
ion pian
1able or

general
4 in the
urized
flcant
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but the wuous com-
with aspects of the

ANPRM. The signlficant comments
and their resciution are  discussed
below,

o

CoMMENTS ¢N OTHER THAN THE CARGO
TANK SPECIFICATION

Comuments were received suggesting
various changes to the definition of
“eryogenic liguids.” After a thorough
search of available technical materials,
the MTB has determined that there is
no single, universally-accepted, defini-
tion of the term. The MTB is con-
cerned with sransportation safety
which does not necessarily require
using definitions that are the most sci-
entifically accurate. In addressing
safety concerns, however, it was deter-
mined that a modification of the
ANPRM definition of ‘“cryogenic
liguid” was appropriate. Whereas the
ANFPRM defined the term relative to
the temperature of the material at the
time of leading and used the relatively
high temperature of —40°F. as cutoff,
this notice defines ‘‘cryogenic liquid™
in terms of the boiling point of the
material and uses —130°F. as a cutoff.
This accomplishes the following:

1. Carbon dioxide, nitrous oxide and
vinyl fluoride, whose bulk shipment is
presently provided for as liquefied
gases, are excluded from the defini-
tion;

2. Ethane and hydrogen chloride,
anhydrous, while currently authorized
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for bulk shipment only under exemp-
tion, have physical properties similar
to carbon dioxide, nitrous oxide and
vinyl fluoride and are not cryogens
under this notice. This notice proposes
to allow their bulk shipment in insu-
lated, non-cryogenic tank cars and
cargo tanks.

3. The ANPRM specifically proposed
to except nonflammable, nonpressur-
ized eryogens from regulation. That
exception is deleted in this notice.
While proposed section 173.320
exempts these materials from some of
the requirements applicable to other
cryogenic liquids, the MTB is propos-
ing that certain requirements apply
due to the extreme thermal hazard
these low temperature materials pose
to human tissue and, in the case of
vessels, to shipboard structures.

In response to comments received,
the MTB has further refined and
clarified the filling densities and
design pressures for DOT 4L cylinders.
The new proposal provides more flexi-
bility in filling depending on the maxi-
mum start-to-discharge pressure and
also provides for some increase in fill
density to more accurately reflect the
satisfactory results of current practice.
However, the MTB does not agree that
data applicable to 4L cylinders is also
applicable to larger containers such as
the proposed MC338 cargo tank. This
is primarily due to the fact that the
eargo tank is not designed to vent, The
filling densities in the ANPRM for the
cargo tank have been reviewed, but
only minor modifications have been
made, as appropriate.

Some commenters wanted the refer-
ences in section 173.316 of the
ANPRM to the cryogenic liquid at the
time when it is offered for transporta-
tion or when transporation begins to
instead refer to the liquid at the time
the container is filled. While there is
usually no distinction in the meanings
of the various terms in relation to the
condition of the material inside the
container, this is not the case with
cryogenic liquids. MTB agrees with
the comments when cryogenic liquids
are being considered in terms of hold-
ing time and has made the necessary
changes reflected in sections 173.318
and 173.319 of this notice.

The MTB received comments re-
questing that the so-called atmospher-
ic gases (i.e. nitrogen oxygen, argon
and helium) in the form of pressurized
cryogens be permitted to vent from
cargo tanks during transportation.
Some commenters compared these
gases to the exhaust gases of the trac-
tor unit and also poinied out the fact
that the air we breathe is composed of
799 nitrogen and 21% oxygen. The
MTB, however, Iis desinclined to
permit promiscuous venting of pres-
surized cryogens. The design of the
cargo tanks for these commodities is

PROPOSED RULES

predicated on a holding time value
that preciudes the need for venting.
These sare design parameters deter-
mine the filling density of the tank. In
the past, the great preponderance of
these nonflammable cryogens have
been transported by rail and highway
in a nonpressurized, and hence nonre-
gulated, form. This notice proposes to
allow the venting of the atmospheric
gases and helium, during transporta-
tion as a cryogen, if the venting occurs
at pressures less than 25.3 psig.
Several commenters questioned the
ANPRM requirement that cargo tanks
be subjected to periodic retests at a
pressure of 1.5 times the design pres-
sure of the tank. The commenters felt
that that pressure is unsafe and that
the ratio of test pressure to design
pressure should be 1.25 in order to
avoid cyclic failure of the inner tank.
The MTRB firmly believes, however,

that the 1.5 ratio retest pressure is-

necessary to establish the continued
integrity of the cargo tank, and that
pressure vessels designed and built ac-
cording to the proposed DOT specifi-
cation (which closely {follows the
ASME Code) will not experience cyclic
{failure at this pressure. It is possible
that the data supplied by these com-
menters related only to non-ASME
Code vessels. It should be noted that
tank cars are not subject to this type
of retest requirement. This is because
of the required presence of a high
grade vacuum (75 microns or less of
mercury) at the time the tank car is
offered for transportation. Since the
vacuum is checked before each trip a
constant log will indicate any leakage
in the inner tank or outer jacket.
Cargo tanks may or may not be
vacuum insulated, thus there is no
similar requirement for shipments in
cargo tanks and greater reliance must
be placed on the pressure integrity of
the containment vessel. '

CoMNMENTS ON THE CARGO TanNK
SPECIFICATION

‘The new specification for a cargo
tank for use in transporting cryogenic
liquids, IDOT specification MC 338,
was proposed in the ANPRM. Numer-
ous comments were received in re-
sponse tc this specification, and cer-
tain revisions have been made. While
most of the proposed revisions are for
the purpose of clarification and con-
sistency, others are more substantive
and are addressed in the following
paragraplis.

A suggestion was made by a com-
menter that the simple combustion
test is sufficient for determining the
combustinn-sustaining characteristics
of insulation for cargo tanks used to
transport oxygen. The MTB agrees
with this suggestion and has incorpo-
rated it into this notice.
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Some commenters stated the insula-
tion on cargo tanks often is covered by
a metal jacket that is lapped, but not
sealed, and that this construction has
given satisfactory service on cargo
tanks where an Inner material is used
to seal the insulation. The MTB
agrees with this position and has al-
lowed for it in the proposal.

Comments were received recom-
mending the deletion of the require-
ment that mixing devices be installed
for venting cargo tanks transporting
flammable ladings. It was pointed out
that such devices have always been op-
tional equipment and are available
only for hydrogen. The MTDB agrees
that this deletion can be made, since
the restrictions imposed on cargo tank
loading and one way travel time pro-
vided adequate assurance that venting
will not take place during transporta-
tion.

The Hazardous Materials Regula-
tions require impact tests to be per-
formed on many packaging materials
and the MTB belicves that they
should be required for packaging ma-
terials used in cargo tanks where the
lading temperature is extremely cold.
However, because of available data on
the high duectile strength of aluminum
at cold temperatures, the MTB pro-
poses to exclade it from the required
impact tests. :

This notice incorporates a change
suggested by one commenter that all
tank nozzle-to-shell and nozzle-to-head
welds have full penetration. The MTB
believes that this is a reasonable re-
quirement that will contribute to the
safety of the tank.

The Comrressed Gas Association
recommendec that certain packaging
materials be excluded from the re-
quirement for manholes. They pointed
out that both stainless steel and alu-
minum, in extensive low-temperature
service, have demonstrated significant
corrosion resistance. The added heat
leak and other difficulties associated
with manways outweigh, in their
judgement, any safety benefits or con-
venience resulting from their use with
these packaging materials. The MTB
agrees with the recommendation in
part, and has specified the packaging
materials to be used in the consiruc-
tion of cargo tanks for which manways
are not required. In addition, for the
purpose of clarification, the manholes
or manways which are required are
proposed to be located at the rear, or
on the rear, or on the rear head of the
tank.

The MTB agrees with the suggestion
of numerous commenters that any
liquid connection to a pressure build-
ing coil should be required to have a
shut-off valve, and has made this
change to increase safety and reliabil-
ity.
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Some commenters suggested that
other cryogens in addition to nitrogen
be authorized for use in the holding
time tests. The MTB can see no reason
for restricting these tests to the use of
nitrogen only and proposes to author-
ize that the tests be performed using
any cryogenic liquid having a boiling
point at atmospheric pressure equiva-
lent to the coldest design service tem-
perature of the tank.

The Compressed Gas Association re-
guested that the holding time marked
on the tank be permitted to be less
than that to which the tank is actual-
ly rated by test under section 178.338-
9. Such a practice could be economi-
cally beneficial if a tank with a long
rated holding time is used on short
hauls. By allowing a marked rated
holding time less than the rated hold-
ing time, maintenance of thermal in-
tegrity costs could be reduced without
compromising safety. MTB is propos-
ing to include this suggestion in sec-
tion 178.338-9.

The proposed MC 338 specification
anticipates two basic designs. The first
design encompasses an inner tank that
not only contains the cargo, but also
acts as the main structural member of
the tank. The insulation in this design
is affixed to the inner tank and
shrouded with a metal jacket. The
second design encompasses an inner
tank supported within an outer tank
that provides a vacuum envelope and
the main structural strength of the as-
sembled cargo tank. In both designs
the structural members must be de-
signed to withstand identical ‘g”’ load-
ings, with identical satety factors. And
in the second design this is true for
both the inner tank and outer tank
structural members. A number of com-
ments were directed to this second
design and pointed out that in an acci-
dent the outer tank will be able to con-
tain the inner tank because the Insula-
tion material between the two tanks
will absorb some of the energy of any
acceieration forces, and therefore the
inner tank structural members should
be permitted to be designed to lower
“g” loadings. The commenters suggest-
ed that the inner tank members be de-
signed, with a safety factor of four, to
1% ‘g” in the vertical upward, longitu-
dinal and lateral directions and 2 Y'g”
in the vertical downward direction
versus the ANPRM'’s proposed 2 “g”
lonigitudinal and lateral and 3 ‘g’ ver-
tical. This notice continues to propose
the higher values for *'g” loadings.

The Compressed Gas Association
recommended that appropriate gaug-
ing devices be authorized as a primary
control for filling cargo tanks. They
stated that certain gauging devices
have proven safe and accurate for
large containers and are often the
only means available to accurately de-
termine fill level. The MTB concurs in
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this opinion, and has removed the
mandatory verification by weight re-
quirement for cargo tanks from this
notice.

Based on a recommendation by the
Compressed Cias Association, the MTB
proposes to require each MC 338 tank
vehicle owner to obtain photographs,
pencil rubs, or other facsimiles of the
required cargo tank nameplates., In
support of their recommendation, the
Association maintained that it is both
advisable and customary in the indus-
try for the owner to obtain this infor-
mation.

ALuMINUM CARGO TANKS IN OXYGEN
SERVICE

Until recently the MTB has prohib-
jted the use of aluminum in certain
packages that come in contact with
cryogenic oxygen. At one time this
prohibition- extended to gaseous
oxygen. Several years ago, however,
aluminum high pressure cylinders
under  exemption were permitted to
contain gaseous oxygen and certain
clean bore, portable tanks have been
permitted to transport oxygen under
an exemption. Also, there are many
aluminum cargo tanks currently in use
transporting nonpressurized, thus
nonregulated, cryogenic oxygen.

In the past MTB has stated, in re-
sponse to public queries, that the gen-
eral prohibition on aluminum use in
cryogenic oxygen service is not due to
any inherent incompatibility between
aluminum and oxygen. Rather, it is
based on concern regarding the poten-
tial hazard resulting from the mixture
of contaminants with oxygen in an
aluminum cargo tank either designed
in such a way as to allow for areas of
contaminant entrapment, or improper-
ly cleaned of contaminants after man-
ufacture and prior to use, or both.

The National Aeronautics and Space
Administration has collected and pub-
lished standards for oxygen equipment
cleaning prccedures. Similarly, the
Compressed Gas Association has de-
veloped a new standard for oxygen
service cleaning.equipment.

The proposals contained in the
ANPRM prohibited the use of alumi-
pum for an inner vessel used Lo trans-
port oxygen. Numerous comments op-
posed this position pointing to the rel-
atively successful industry use of large
aluminum tanks in oxygen applica-
tions under exemption and in nonre-
gulated use. Commenters also dis-
cussed the refined cleaning procedures
currently available.

In view of these past applications
and the recently developed cleaning
standards promulgated by the Com-
pressed Gas Association, the MTB is
proposing in this notice to allow the
use of aluminum for MC 338 tanks in
oxygen service. By making this propos-
al, MTB is able to show the public

what specific regulatory controls may
be used to permit. the use of aluminum
in the containment of oxygen, cryo-
genic liquid. Based on comments re-
ccived MTB will decide whether or not
to go forward with this proposal.

MTB is interested in public com-
ment on this proposal reflecting on
whether aluminum tanks should be
permitted for cryogenic oxygen service
at all and, if this practice can be safely
permitted, whether the proposed regu-
latory controls are adequate. MTB is
particularly interested in comments on
CGA Pamphlet G-4.1, “Cleaning
Equipment for Oxygen Service,”
which is incorporated into the cleanli-
ness standard proposed in section
178.338-15, and its adequacy for alumi-
num tanks in oxygen service. A copy
of this publication is available for
review in the public docket. Besides
the cleanliness standard in section
178.338-15, the important sections of
the proposal relating to the use of alu-
minum tanks in oxygen service are
178.338-16(d), which requires that
after inspection and testing the interi-
or cleanliness of the tank must be veri-
fied, 178.338-1(c), which requires that
the tank be designed and constructed
so as to precilude the entrapment of
foreign material, and 178.338-16(b),
which prohibits the use of certain
weld inspection methods for tanks in-
tended for oxygen service.

EcONOMIC {ZONSIDERATIONS

While many special permits (now
called exemptions) for the bulk trans-
portation of pressurized cryogenic lig-
uids were in effect prior to 1979, the
terms of these exemptions were not
uniform, and to a certain extent were
incomplete. Since 1970, however, the
regulatory thrust, has been to en-
hance and standardize these terms and
conditions. As a result of this, design
features and performance require-
ments have been more closely delin-
cated and quantified, with resulting
modifications and redesign of such
cargo tanks.

Since all shippers and carriers in-
volved with the transportation of
flammable or pressurized cryogenic
liquids are legally required to be oper-
ating under exemption procedures,
and since these exembptions generally
reflect the scope and nature ol the
regulations set forth in this notice, the
M'TB has determined: (1) that the eco-
nomic costs of complying with the pro-
posed specification requirements have
been or should have been already in-
curred; and (2) that consequently the
economic impacl, does not represent a
net significant impact on industry.
The MTRB also concludes that the pro-
posed regulations covering the trans-
portation of nonflammable, nonpres-
surized cryogenic liguids will have no
measurable impact on shipper/carrier
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operating revenues or profit margins,
or an end-use cost to consumers.

However, in response to several com-

renters who stated that potentially
severe economic impacts may be sus-
tained by individual firms—especially
small, marginal operators—in comply-
ing with this revised proposal, the
MTB invites, and will seriously consid-
er, the views and comments of all in-
terested parties as to how their revi-
sions will affect phases of their operat-
ing and investment cost schedules, uti-
lization of equipment, and all other
relevant expense categories.

The MTB wishes to emphasize, how-
ever, that this information will not be
considered as a basis for providing ex-
emptions or relief from any subse-
quent or final regulations that may be
promulgated. The purpose of the re-
quested information is to enable the
MTB to set in perspective the nature
and extent of the expected improve-
ment in public safety which this pro-
posal is designed to achleve.

There are approximately 52 exemp-
tions for cryogenic cargo tanks and
tank cars currently in effect. There
are approximately 22 exemptions for
portable tanks. This notice does not
cover the portable cryogenic cargo
tanks. The current exemptions will
continue to remain in effect until the
petitioner allows them to expire. All
original exemptions authorized within
the last 30 months or so for cargo
tanks and rail cars should comply
fully with the proposal contained in
this notice. Exemptions which origi-
nated prior to this time would be in
varying degrees of compliance with
the proposals contained in this notice
and the feasibility of modifying the
container to conform would have to be
ascertained on an individual basis.
This is provided for in this notice.

IMPACT OF NOTICE ON EXISTING
EXEMPTIONS

This notice contains some proposed
relaxed requirements and specifica-
tions that are at variance with current
exemptions in some cases. Such prot
posals originated in large part as a8
result of the exemption appeal proc-
ess, but were not resalved in that
forum. Rather, these issues, raised in
the exemption process, were deter-
mined by the Associate Director for
Hazardous Materials Regulation to be
matters of such general applicability
and future effect as to warrant being
made the subject of rulemaking.
Therefore, in accordance with 49 CFR
107.109(e) the issues have been incor-
porated in this rulemaking. No further
action on these matters will be accorn-
plished in the exemption process.

REVIEW BY SECTIONS.

The following is an analysié and ex-
planation, by section, of the more sig-
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nificant features of this regulatory
proposal.

Section 171.1, This section would be
amended to clarify the scope of the
Depariment’s regulations and to make
them applicable to the bulk transpor-
tation ol flammable cryogenic liquids
in intrastate commerce by highway.
The authority for this extension of
regulatory jurisdiction is found in sec-
tions 103 and 105 of the Hazardous
Materials, Transportation Act (49
U.S.C. 1802, 1804). The Department
may issue regulations for the safe
transportation in commerce of hazard-
ous materials and “commerce” in-
cludes any trade, traffic, commerce, or
transportation that affects interstate
trade, traffic, commerce, or transpor-
tation. Bulk quantities of flammable
cryogenic materials, when transported
by motor vehicle in intrastate com-
merce, affect interstate trade, traific,
commerce, or transportation because
of the inherent risk presented by such
material to people and property in in-
terstate commerce on the same high-
ways.

Section 171.7. This section incorpo-
rates certain industry publications by
reference, most importantly for the
purposes of this rulemaking a Com-
pressed Gas Association pamphlet en-
titled “Cleaning Equipment for
Oxygen Service.”

Section 171.8. Defines ““filling densi-
ty” and “SCF” (standard cubic foot).
For “filling density”’ the existing loca-
tions of the definitions for compressed
gases in various containers are noted,
as are the locations of the definitions
proposed in this notice applicable to
cryogenic liquids in various containers.
The proposed definitions of filling
dengity for cryogenic liquids reflect
the need to allow for shrinkage in
cargo tank and tank car capacity re-
sulting from cryogenic temperatures.

Section 172.101. It is proposed that
the Hazardous Material Table be re-
vised to reflect the definition of a
cryogenic liquid to be established in
this rulemaking. Al “cryogenic lig-
uids” would have that term reflected
in their proper shipping names. Addi-
tionally an entry in the Table would
be provided for ethane-propane mix-
tures and the hydrogen chloride entry
would become hydrogen chloride, an-
hydrous.

For the cryogenic liquids, the pro-
posed additions and changes to this
section prescribe maximum gquantity
limitations for the air mode and var-
{ous otner restrictions for water ship-
ments. The weight limitations for air-
craft shipments were determined
based on the properties of each mate-
rial. Relatively inert materials are au-
thorized on both passenger and cargo
aircraft, but in differing amounts de-
pending on the material and type of
aireraf:. Flammables and oxidizers are
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forhidden on both classes of aircraft.
Substantive ecomments are solicited on
the proposed weight limits and restric-
tion.

Section 172.203. A nctation is pro-
posed for the shipping papers for DOT
113 tank cars indicating that these
cars may not be humped or cut off
while in motion.

Section 172.328. The word ‘'com-
pressed” would be deleted from para-
graph (¢) to ensure that cargo tank
marking reguirements would apply to
non-pressurized cryogens.

Section 172.504. Table 2 of the gen-
eral placarding requirements would be
amended by correcting the existing
reference to “Nonflammable gas (flu-
oride)’ to “Nonflammable gas (flu-
orine).” Alsn, the reference to oxygen
would be changed to reflect the “‘cryo-
genic liquid” terminology in this
docket and the present Note 2 to the
Table would be deleted to reflect the
fact that the placarding requirement
must be complied with under this pro-
posal whether the oxygen, cryogenic
liquid is pressurized or not.

Section 173.5. It is proposed to re-
quire that shippers of flammable cryo-
genic liquids in portable tanks, cargo
tanks or tank cars file registration
statements with MTB. This proposal
implements the authority provided in
section 106(b) of the Hazardous Mate-
rials Transportation Act (49 U.S.C.
1805(b)), and consistent with that pro-
vision a registration statement would
only be required once cvery two years,
beginning in 1980, and a ‘“registration
window” ¢f two months duration
would be provided. The information
obtained through the registration
statements would enable MTB to as-
certain who is shipping thcsc materi-
als, the location of facilities, warrant-
ing periodic inspections, and the
number and types of portable tanks,
cargo tanks and tank cars used.

Section 173.29. An addition would be
made to this section covering empty
packagings previously used to ship
flammable cryogenic liquids. All resid-
ual cryogenic liquid would be required
to be removed. This requirement
would not apply to DOT 4L cylinders.

Section 173.31. Paragraph (a) of this
section would be revised to provide for
tank cars now transporting cryogenic
liquids under exemption to be exam-
ined to see if the appropriate DOT
specificaticns are or can be met. If not,
MTB must be notified. Since only one
additional cryogenic liguid, ethylene,
could be transported by rail under this
proposal, only tank cars currently car-
rying ethylene under exemption would
be affectec by this provision. This sec-
tion also requires the monitoring of
the daily pressure rise in Class 113
cars and if certain limits are exceeded
requires the successful completion of
one of two alternative retests prior to
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the next shipment. The reference in
Retest Table 1 to the DOT-113A175W
car would be deleted since this car is
no longer used, the Table provisions
for the DOT-113A60W car wouid be
made consistent with the require-
ments in this section, and the DOT-

113C120W car would be added to the.

Table.

Seciion 173.33. The primary changes
proposed for this section involve the
inciusion of cargo tanks used to carry
cryogenic liguids into the existing pro-
visions in tiiis section. A provision, like
that in 173.31, would require holders
of exemptions perinitting cargo tanks
to carry cryosgenic liguids to attempt
to bring the tanks into compliance
with the new DOT MC 338 specifica-
tion. This would include performing a
hoiding time test. A provision in para-
graph (dy weuld required that a MC
338 tank be examined after each ship-
ment to determine that ‘“‘the actual
holding time is not significantiy differ-
ent from the marked rated holding
time.”

Section 173.300. A definition would
be added for “cryogenic liquid” and
the definition of “filling density”
would be amended to indicate the dif-
ferent sections that apply to cryogenic
liquids.

Section 173.304. Atmospheric cryo-
gens would be removed from this sce-
tion (they are preposed to be placed in
§173.316) and the redesignation of hy-
drogen chloride to hydrogen chloride,
anhydrous would be reflected.

Section 173.314. Hydrogen chloride,
anhydrous would be added as an au-
thorized compresscd gas for shipment
by tank car. This material may cur-
rently be shipped by tank car only
under DOT exemption. The entry for
vinyl fluoride inhibited in the Table in
paragraph (c) has been revised to pro-
vide a range of allowable filling densi-
ties. The maximum density has been
increased from that currently permit-
ted, based on proven safe practice
under exemption, and the safety pro-
vided by the new special requirements
paragraph in this section and in sec-
tion 179.102-4. Note 17 to the Table in
paragraph (¢) of this section has been
revised. The existing note 17 improp-
erly addresses construction require-
ments in a part directed towards ship-
pers. Proposed paragraph (g) would es-
tablish special requirements for hydro-
gen chloride, anhydrous and vinyl flu-
oride, inhibited applicable to shippers.
The material in current Note 17 appli-
cable to tank construction would be
addressed for vinyl fluoride, inhibited
within proposed section 179.102-4.

Section 173.315. The proposals
would provide for the shipment of

ethane, ethane-propane mixtures and

hydrogen chloride, anhydrous in insu-
lated MC-331 cargo tanks. These ma-
terials can presently be shipped in

PROPOSED RULES

cargo tanks only under exemption.
Proposed revisions to paragraphs (¢)
and (h) establish outage and gauging
device requirements for tanks contain-
ing these materials.

Section 173.316. This section would
be extensively revised. Presently it ap-
plies only to liquefied hydrogen and to
shipments in both tank cars and cylin-
ders. As proposed this section would
provide requirements for all cryogenic
liquids permitted to be shipped in cyl-
inders, i.e., argon, nitrogen, oxygen
and hydrogen. Various paragraphs in
this section would establish general re-
quirements, requirements for pressure
controlling valves, and specification
cylinder requirements and [illing
limits for each commodity. A range of
fill densities for all the commodities
except hydrogen would be permitted,
based on various pressure control
valve settings.

Section 173.318. This totally new sec-
tion proposes shipper requirements for
cryogenice liguids in cargo tanks. Many
of the provisions in this section are
the result of successful past practices
with shipments under exemption,
other reflect requirements applicable
to existing nonregulated cryogenic
cargo tanks. The provisions in this sec-
tion establish general requirements;
safety relief device requirements;
weight of lading requirements (1o be
established either by weighing or by
the use of authorized gauging device);
a two percent outage requirement; a
temperature of lading requirement to
ensure that the tank will not vent
within its marked holding time; and
maximum permitted filling densities.
Argon, hellum, nitrogen, oXxygen,
carbon monoxide, hydrogen, methane
and natural gas would be authorized
for shipment in an MC 338 cargo tank
and a range of maximum permitted
filling densities is provided depending
on the setting of a pressure control
device.

Section 173.319. This ncw section
proposes requirements for cryogenic
liquids in tank cars. Currently section
173.316(a)(1) sets forth shipper re-
quirements for hydrogen, the only
cryogenic liquid now authorized by
regulation for shipment in tank cars.
It is propossd to move the current
173.316 requirements for hydrogen to
this section, and to authorize the tank

car shipment of ethylene. This section _

would (1) set forth general rcquire-
ments primarily involving loading, (2)
requirc at least 0.5 percent outage and
an absolute pressure in the annular
space of less thian 75 microns of mer-
cury, (3) require the temperature of
the cryogenic liquid at the time of fill-
ing be such that the tank will not vent
in less than the holding time estab-
lished pursuant to section 179.400-4,
and (4) establish the maximum per-
mitted filling density and maximum

start-to-discharge pressure for the two
comrmodities.

Section 173.320. Argon, helium, ni-
trogen and oxygen transported in
packages such that the pressure will
not exceed 25.3 psig (i.e. nonpressur-
ized) are proposed to be excepted from
the packaging requirements of the
Hazardous Materials Regulations ap-
plicable to cryogenic liquids. This sec-
tion sets out the general exception and
then indicates those requirements
from which these materials are not ex-
cepted.

Section 174.25. A wminor change is
proposed to tefiect the new term
“pxygen, cryegeme liguid.”

Section 174.67. Paragraph (a) would
be amendead to correct a mistake. Cur-
rently only section 174200 is refer-
eniced whereag ali of subpart F of Part
174 shouid be.

Section 174.83. Parsgraph (b) would
be revised to add tank cars carrying
flammable cryocgens to those trans-
porting explosive A or poison gas and
which may not be cut off in motion,
coupled with excessive force or struck
by any car moving under its own mo-
rnentum.

Section 174.204. It is proposed to
extend the existing delivery require-
ments applicable to tank cars contain-
ing anhydrous ammonia, liquefied hy-
drocarbon gas and liquefied petroleum
gas to apply to cars containing cryo-
genic liguids as well. .

Section 176.76. Paragraph (h) would
be added to require that a cryogenic
liquid in a cargo tank aboard a vessel
must be in Specification MC 338 tank,
even if the cryogenic liquid is non-
flammable and nonpressurized and
generally excepted from container re-
quirements by section 173.320. Also
valves, fittings or piping (exclusive of
the tank itself) which come in contact
with lading would not be allowed to be
made of aluminum on an MC 338 tank
carrying any cryogenic liquid aboard a
vessel. Finally, this provisions requires
the time between loading and unload-
ing of the cargo tank to not exceed the
marked rated holding time calculated
pursuant to section 178.338-9(c).

Section 177.816. The MTB is propos-
ing that the driver of each vehicle
used to transport a flammable cryo-
genic liquid in a cargo tank receive
formal training at least every 24
months. Included would be training
pertaining to requirements of the Haz-
ardous Materials Regulations applica-
ble to flammable cryogenic liquids; re-
quirements of the Federal Motor Car-
rier Safety Regulations applicable to
drivers; the properties and potential
hazards of the flammable cryogenic
liquids being transported; instructions
on the operating characteristics, emer-
gency features and loading limitations
of the transport, vehicle; and the pro-
cedures to be followed in case of acci-
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dent or other emergency. It is pro-
posed that written records of training
be kept and that the driver by issued a
certificate of training. Recognizing the
potential risks presented by flamma-
ble cryogenic liquids when they are
transported in large guantities in
cargo tanks, the MTB believes the pro-
posed training requirements are ap-
propriate and necessary.

Section 177.818. For the same rea-
sons stated in section 177.815, the
MTB is proposirg that special instruc-
tion be carried with the shipping
papers on each vehicle transporting a
flammable cryogenic liquid in a pack-
age exceeding 125 gallons water capac-
ity. The special instructions would in-
clude general precautions, manual
venting instructions, emergency proce-
dures, and the names and telephone
numbers of persons to be contacted in
ease of emergency or accident.

Section 177.824. Paragraph (e) would
be revised to cover the MC 338 cargo
tank in this retest requirements sec-
tion. The proposal references the de-
tailed testing requirements set forth in
the MC 338 specification.

Section 177.825. A registration re-
quirement for carriers of flammable
cryogenic liquids is proposed, similar
to that proposed in section 173.5 for
shippers of flammable cryogenic mate-
mats. The reasons and authority for
the proposed registration require-
ments are the same for both sections.

Section 177.840. This section would
be revised to provide carrier require-
ments for the transportalion of cryo-
genic liguids. Paragraph (h) would re-
quire drivers to be knowledgeable in
the handling of the cryogenic material
being transported, to manually vent
under certain conditions, and to log,
for each shipment, the cargo tank
pressure at various specified times.
Paragraph (i) would require the time
between loading and unloading of the
tank at its intended delivery point to
not exceed the one-way travel time
calculated under section 178.338-9(c)
and for distribution service modified
by paragraph (j) of this section. Para-
graph (j) would explain how to deter-
mine onc-way travel time for cargo
tanks in distribution service. Para-
graph (k) wonuld set out the require-
ments that must be met before a cryo-
genic cargo tank would be considered
empty. Paragraph (1) would require a
specified breathing apparatus for driv-
ers of vehicles transporting carbon
monoxide, eryogenic liquid.

Section 178.57-13. This section
would be revised to reference para-
graphs (b) and (¢) of section 173.316.
This corrects the present situation
under which pressure controlling valve
requirements in 173.316 are not refer-
enced in the 4l specification and also
reflects the fact that the requirements
in present paragraph (b)(2) of section
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173.304 are proposed to be incorporat-
ed in section 173.316.

Section 178.337-11. 1t is proposed to
have the existing MC 331 discharge
opening requirements applicable to
flammable liquids, flammable com-
pressed gas and arhydrous ammonia
made applicable to hydrogen chloride,
anhydrous for which bulk shipment
would be authorized under this nctice.

Section 178.338. This section pro-
poses a cargo tank specfication, MC
338, for the carriage of cryogenic lig-
uids. This specification was also con-
tained in the ANPRM in substantially
the same form in which it is presently
presented. The following paragrashs
explain how the tank specification
that appears in this notice differs
from the one that appcared int he
ANPRM.

Section 178.338-1 is reworded to pro-
vide a more orderly description of the
cargo tank and its design factors and
form. Insulation requirerzenis are now
described in terms of a performance
standard.

Aluminum is now excluded from the
requirement for impact testing in sec-
tion 178.%38-2 due to its ductility at
low temperatures.

In section 178.338-3, Note 1 of para-
graph (b) has been deleted and its con-
tents are now part of the text of para-
graph (b).

Paragraph (f) of Section 178.338-4
requires Tull penetration on nozzle to
shell and nozzle to head welds.

There has been only minor reword-
ing of section 178.388-5 and a change
to note a referenced section’s new lo-
cation in this proposal.

Tanks constructed of certain materi-
als are excepted from the manhole re-
guirement in section 178.338-6. Also,
this section now specifies a location re-
quirement for the manhole.

Paragraph (a) of section 178.338-7
limits the product drainage require-
ments to tanks intended to carry prod-
ucts that are flammable. The rest of
the section is reworded for clarity.

In Section 178.338-8, the wording is
clarified and various section number
references have been corrected. Also,
for a pressure-building ‘coil, this sec-
tion now requires that a valve at the
liquid connection to the coil must be
provided.

In section 178.338-9, devoted to hold-

ing time, a number of changes have
taken place. The use of a cryogenic
liquid other than nitrogen is now al-
jowed in performing the holding time
test. An optional holding time test is
permitted for tanks made to the same
design as a'tank that has been subject-
ed to the full holding time test. The
term “marked rated holding time” is
introduced, which permits a tank,
hased or its intended use and possible
economic benefits to the operator, to
have its specification plate marked
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with a lesser holding time than the
tank is successfully tested for. A re-
vised and more relaxed one-way travel
time definition is provided for tanks
with a marked rated holding time in
excess of 72 hours.

Paragraph (d) is added to section
178.338-10 and requires that every
part of the loaded cargo tank must be
at least 14 inches above level ground
(exclusive of wheel assemblies).

The recference in paragraph (¢) of
section 178.338-11 to poisonous ladings
has been removed since none of the
cryogens proposed to be authorized
for the MC 338 tank are pciscnous.

There is only minor rewording to
section 178.338-12.

Paragraph (f) of section 178.338-13
in the ANPRM, which referenced sec-

_tion 178.338-18(¢) regarding design

weight of lading used in determining
loadings, is deleted.

In section 178.338-14, the ANPRM
requirement in the second sentence of
paragraph (aX4) is removed since it
merely describes how to carry out the
first sentence and is unnecessary. The
second sentence of paragraph (c) in
the ANPRM is now contained in sec-
tion 178.338-%(b).

The cleanliness standard in section
178.338-15 now requires that tanks
constructed for oxygen service be
cleaned in accordance with Com-
pressed Gas Association Pamphlet G-
4.1 entitled “Cleaning Equipment for
Oxygen Service.”

The ANPRM’s restriction on the use
of the pneumadlic test to certain appli-
cations is removed from section
178.338-16. Also, for tanks constructed
in accordance with Part UHT of the
ASME Code, it is now required for
pneumatic test, as well as hydrostatic
tests, that the test pressure be twice
the design pressure. The ANPRM’s
provision for weld inspection using
specified nondestructive testing other
than radiography is removed. It is pro-
posed that all welds on the cargo tank
shell or heads be radiographed.

Corrections are made to the refer-
ences in scction 178.338-117.

Section 178.338-18 is reworded to
more clearly establish the separate
nameplate and specification plate re-
quirements.

Section 173.338-19 now reguires that
the manufacturer furnish, beside the
tank manufacturers data report, a
photograph, pencil rub or other facsi-
mile of the nameplate and specifica-
tion plate. The section is also reword-
ed to more clearly indicate the re-
quirements if a tank is manufactured
in two or more stages.

Section 179.102. This section sets
forth special commodity requirements
for pressure tanx ecar tanks.

Section 179.102-4 deals with vinyl
fluoride, inhibited and the proposed
changes wculd incorporate construc-
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tion details now improperly in Note 17
to the Table in section 173.314, estab-
lish a cold temperature requirement
for cars to be used to transport this
material, require specific types of steel
and impact tests for construction,
raise the lowest possible pressure set-
ting of the safety vent, require certain
specified appurtenances and finally,
have the adequacy of the insulation
determined on performance oriented
basis rather than solely on an engi-
neering standard basis.

Section 179.102-7. This new section
sets forth special commodity require-
ments for hydrogen chloride, anhy-
drous. Presently, this material cannot
be shipped in bulk, except under ex-
emption. This section would be based
on the requirements currently in the
exemptions. Many of the requirements
would be similar to those proposed for
viny! fluoride, inhibited.

Section 179.400. This section would
be restructured to be more perform-
ance standard oriented rather than en-
gineering standard oriented and rear-
ranged in logical sequerice o Progress
from the conception of the tank to
final construction.

Section 179.401. This section would
be revised to delete the DOT 113A175-
W car which is believed to be obsolete
and to add the DOT 113C120-W car.
This section also incorporates the use
of the DOT 113C120-W car for ethyl-
ene service. Heretofore cryogenic eth-
ylene has only been permitted to be
shipped in bulk under exemption.

Primary drafters of this document
are A. J. Mallen, A. I Roberts, P. H.
Seay, Jr., of the Materials Transporta-
tion Bureau; ID. W. Morrison and D. B.
Goodman of the Bureau of Motor Car-
rier Safety, Federal Highway Adminis-
tration: W. H. Black of the Federal
Railroad Administration; and D. G.
Ortez of the Office of Chief Counsel,
Research and Special Programs Ad-
ministration.

In consideration of the foregoing, it
is proposed to amend Parts 171, 172,
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173, 174, 176, 177, 178, and 179 of Title
49 Code of Federal Regulations as fol-
lows:

PART 171—GENERAL INFORMATION,
REGULATIONS, AND DEFINITIONS

1. §171.1 would be revised to read as
follows:

§171.1 Purpose and Scope.

This subchapter prescribes the re-
quirements of the Department of
Transportation governing—

(a) The transportation of hazardous
materials by, and their offering to—

(1) Carriers by rail car, aircraft and
vessel;

(2) Interstate or foreign carriers by
motor vehicle: and

(3) Intrastate carriers by motor vehi-
cle so far as this subchapter relates
to—

(i) Flammable cryogenic liquids in
portable tanks and cargo tanks.

(b) The manufacture, fabrication,
marking, maintenance, reconditioning,
repairing, or testing of a package or
container  which is represented,
marked, certified, or sold for use in
such transportation as specified in
paragraph (a) of this section.

2. In §171.7 paragraph (dX2) would
be revised; and paragraphs (d)(3)(vi),
(d)(5)(viii) weuld be added to read as
follows:

§171.7 Matter incorporated by reference.

* - - * »

(d) * ¥ *

(2) AAR Specifications for Tank
Cars means the 1977 edition of the
“Association of American Railroads
Specification for Tank Cars.”

3y

(iv) CGA Pamphlet G-4.1 is titled,

“Cleaning Fgquipment for Oxygen
Service,” 1977 edition.
- Ed * - -

(5) LI B

(viii) Book of ASTM Standards, Part
4, entitled “ASTM Standards and Ten-
tatives Relating to Structural Steel
Concrete Reinforcing Steel, Pressure
Vessel Plate, Stecl Rails, Wheels, and
Tires; Bearing Steel; Steel Forgings,”
1978 edition.

= * - » *

3. In §171.8 definitions for “filling
density” and “s:andard cubic foot”
would be added in alphabetical se-
quence to read as follows:

§171.8 Definitions and abbreviations.

® - » . -

“Pilling density” has the following
meanings:

(1) For compressed gases in cylin-
ders, see § 173.304(a)(2), Table Note 1.

(2) For compressed gases in tank
cars, see § 173.314(c), Table Note 1.

(3) For comprassed gases in cargo
tanks and pertable tanks, see
§ 173.315(a)(1), Table Note 1.

(4) For cryogenic liquids in eylinders,
see §173.316(cX1.

(5) For cryogenic liquids in cargo
tanks, see § 173.318(1)X(1)

(6) Por cryogenic liguids in tank
cars, see § 173.319(dX1).

» » * » -

“SCPF” (standard cubic foot) means
one cubic foot of gas measured at 60°
P. and 14.7 psia.

. . ] * *

PART 172—HAZARDOUS MATERIALS TABLE
AND HAZARDOUS5 MATERIALS COMMUNI-
CATIONS REGULAYIONS

4. In § 172.101 thc Hazardous Materi
als Table would be amended as fol-
lows:
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5. In §172.203 paragraph (gX3)
would be added to read as follows:

§172.203 Additional description require-
ments.

* L] L] » -

g)*** .

(3) The shipping paper for each class
DOT 113 tank car must contain the
notation “DOT 113A" or “DOT 113C”
as appropriate and the statement,
“DO NOT HUMP OR CUT OFF CAR
WHILE IN MOTION.”

* L] L d L] L

§172.328 [Amended]

5a. In § 172.328 the introductory text
of paragraph (c) would be amended by
removing the word ‘‘compressed” in
the third line.

6. In §172.504(a) Table 2 would be
revised as follows:

§172.504 General placarding requirements.
(a) * " »

TABLE 2

1f the motor vehicle, rail car.
of Ireight container contains rail car, or freight
a material classed (described)  container must be
a8 placarded on each

side and each end

The motor vehicle,

Class C explosives... ... Flammable.'
Nonflammable gas.. ... Nonflammable gas.
Nonflammable gas (Chlorine). Chilorine.®
Nonflammable gas (Fluorine). Poison.
Nonflammable gas (Oxygen,

cryogenic liguid).. -
Flaminable gas....
Combustible liguid.
Flammable liquid
Flammable solid.
Oxidizer.........
Organic peroxide

.. Oxyeen.
Flammable gas.
Combustible.??
Flammable.
Flammable solid*
Oxidizer,

Organic peroxide.
Poison.
Corrosive.®

.. Dangerous.

Irritating material.....

> Applies only to a Class C explosive required to
be labeled with an EXPLOSIVE C label.

:COMBUSTIBLE placard required only when a
material classed as a combustibie liquid is trans-
ported in a packaging having a rated capacity of
more than 110 gallons, a cargo tank, or o tank car.

3A FLLAMMABLE placard may be used on a cargo
tank and portable tank during transportation by
highway and vessel.

‘Except when offered for transportation by
vessei, FLAMMABLE placard may be displayed in
place of a FLAMMABLE SOLID placard except
when a DANGEROUS WHEN WET label is speci-
fied for the material in § 172.101. (See Table 1 this
section).

sSee § 173.245(b) of this subchapter for author-
ized exceptions.

sCHLORINE placard required only for a packag-
ing having a rated capacity of more than 110 gal-
lons; the NON-FLAMMABLE GAS placard for
packagings having a rated capacity of 110 galiuns or
less.

- » - * L]
PART 173 -SHIPPERS—GENERAL REQUIRE-
MENTS FOR SHIPMENTS AND PACKAGINGS

7. The Table of Sections to Part 173
would be amended by revising the
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entry for § 173.316; and adding entries

for §§173.5, 173.318, 173.319 and
173.320 to read as follows:

L ] - - . »
173.5 Shippers registration statement;

fammable cryogenic liquids.
173.316 Crvogenic liquids in cylinders.
173.318 Crvognic liquids in cargo tanks.
173.319 Crvogenic liquids in tank cars.
173.320 Exvceptions for certain cryogenic
liquids in cylinders, portable tanks,
cargo tanks and tank cars.

» L * L] *

8. §173.5 would be added to read as
follows:

§173.5 Shippers Registration Statement;
Flammable Cryogenic Liquids.

(a) No person may offer a flammable
cryogenic liguid for transportation in
a portable tank, cargo tank or a tank
car after the dates and under the con-
ditions specified in paragraph (b) of
this section unless he has on file a reg-

- istration statement with, and has re-

ceived an acknowledgement thereof
from, the Office of Operations and
Enforcement, Materials Transporta-
tion Bureau. The registration state-
ment must contain the following:

(1) Name of shipper.

(2) Principal place of business.

(3) Location where flammable cryo-
genic liquids are offered for transpor-
tation including transportation by pri-
vate carriage.

(4) The name and principal place of
business of each initial carrier used to
transport flammabie cryogenic liquids
and the name of each flammable cryo-
genic liquid the carrier is offered for
transportation.

(5) The serial number of each porta-
ple tank, and the reporting mark and
number of each tank car, owned,
leased, or otherwise controlled by the
shipper and used to offer a flammable
cryogenic liquid for transportation.

(b) A registration statement contain-
ing the information required by para-
graph (a) of this section must be filed:

(1) Initially between January 1 and
February 28, 1580, and

(2) Between January 1 and February
28 of each even year after 1980.

The initial statement is not required
to contain information relative to op-
erations that occurred more than 90
days prior to the date of the state-
ment. Operations initiated between
the filing intervals specified in this
paragraph are not subject to the regis-
tration requirements of this section
until the end of the next required
filing period.

* L] - » -

9. In § 173.29 paragraph (£)(3) would
be added to read as follows:
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§173.29 Empty packagings, portable
tanks, cargoe tanks, and tank cars.

* L » » -

(f) 2 % 8

(3) Except for certain tank cars the:
quantity of any remaining gas, other
than an atmostpheric gas, in a tank
previously used to transport a cryo-
genic liquid, may not vent under
normal conditions of transportation
(see § 179.460-4(aX2)).

10. In § 173.31 paragraphs (a)(6) and
(¢)(13) would be added; Retest Table I
which appears after paragraph (d)(4),
would be amended and moved to im-
mediately follow paragraph (c)(13);
footnotes to Retest Table I would be
revised to reac as follows:

§ 173.31 Qualification, maintenance, and
use of tank cars.

(a) LR I

(6) Each holder of an exemption
issued before (effective date of amend-
ment), that authorizes the transporta-
tion of a cryogenic liguid in a tank car,
shall examine the tank car to deter-
mine if it meets the requirements of
the approprinte class DOT-113 car
and, if practicable, modify, re-rate,
and re-mark the tank car according to
the proper specification before (date—
2 years from the effective date of the
amendment). If a tank car currently in
use under exemption cannot be modi-
fied to specification requirements, the
exemption holder shall advise the As-
sociate Director for Hazardous Materi-
als Regulation before (date 12 months
from the effective date of the amend-
ment), giving the reasons why the
tank car cannot be so modified.

* - Ld Ld -

(c) * * X

(13) Special retest requirements for
class DOT-113 tank car tanks.

(i) The pressure retest of the Class
113A car is not required, however,
each shipment must be monitored to
determine the average daily pressure
rise in the tank. If the average daily
pressure rise during any shipment ex-
ceeds 3 psi per day in the tank the car
must be retested prior to any subse-
quent shipment.

(ii) When a retest is performed, the
absolute pressure in the annular space
of a loaded car may not exceed 75 mi-
crons of mercury at the beginning of
the retest. and may not increase more
than 25 microns during the 24 hour
period of the following alternative re-
tests:

(A) Pressure rise retest: The pressure
rise in the tank may not exceed 5 psi.

(B)Y Ewvaporation rale retest: The
evaporation rate determined by test of
a loaded car may not exceed 120 per-
cent of the maximum heat transfer
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specified in §179.401-1 of this sub-
chapter.

(iii) A car must be removed from
service and corrective action taken if
any one of the retest results is not in
accordance with the requirements of
paragraph (¢)(13)(i) of this section.

(iv) Each frangible disc must be re-
placed every 12 months and the re-
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placement date stenciled on cars near
the safety relief valve information.

(v) An alternate safety relief valve
must be retested at the same time in-
terval prescribed for the required
safety relief valve. The start to dis-
charge pressure and vapor tight pres.
sure requirements for the alternate
safety relief valve must be as shown in
§179.401-1 of this subchapter.

RETEST TABLE 1

Retest interval years

Retest pressure

Specification p.s.i
Tank and interior Safety relief
heater systems valve
Up to Over Over  Sarety Start  Vapor
10 10 22 re-ief to tight
years to years vnlve Tank dis-
22 charge
years
Deleve
DOT-113A60W (ar ) a) ay 30 24
DOT-113A1756W, @) (aj ) a) 115 95
Add
DOT-113A60W ™) *) *) 3 *) 30 *)24
DOT-113C120W * [ ™) 5 *) "75 ) 60
Ld » - L] *

s See paragraph (cX(13) of this section for retest requirements for Class DOT-113 cars.

. * - * *

11. In § 173.33 paragraphs (a) and (b)
would be revised; paragraphs (d)
would amended to read as follows:

§173.33 Qualification, maintenance, and
use of cargs tanks.

(a) General: Unless otherwise pro-
vided in this Part, every cargo tank (or
compariment) used for transportation
of hazardous materials must be an au-
thorized packaging. Such authorized
packaging shall comply with require-
ments as set forth in this section in ad-
dition to those regulations applicable
for the transportation of the particu-
lar material. For the purposes of this
Part, whenever reference is made to a
Specification MC 338 Insulated cargo
tank the definitions in §178.338-1(a)
and (b) apply.

A cargo tank is authorized for ship-
ment of a hazardous material by vessel
when in conformance with the re-
quirements of Part 176 of this sub-
chapter and the foltowing limitations:

(1) On carfloats or trailerships if the
material is permitted aboard a cargo
vessel by §172.101 of this subchapter,
or

(2) On passenger ferry vessels or
railroad car ferry vessels if the materi-
al is permitted aboard a passenger
vessel by § 172.101 of this subchapter.

(b) Cargo tank qualification as au-
thorized packaging requires compli-
ance with the applicable specification
MC 300, MC 301, MC 302, MC 303, MC
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304, MC 305, MC 306, MC 307, MC 310,
MQC 311, MC 312, MC 330, MC 331, or
MC 338, (§§178.341, 178.342, 178,343,
178,337, 178.338 of this subchapter),
with this section, and with the inspec-
tion, retests, and marking require-
ments of § 177.824 of this subchapter.

(1) A cargo tank of the specification
listed in celuran 1, may be used when
authorized in this Part provided the
tank construction began before the
date in Column 2.

Column | Column 2

MC 300.
MC 301.
M

September 2, 1967
June 12, 1961

September 2, 1967
. May 15, 1967

C 302, .
305, MC 310, MC 311.

(2) Each holder of an exemption
issued before (effective date of amend-
ment), that authorized the transporta-
tion of a cryogenic liguid in a cargo
tank, shall examine the cargo tank to
determine if it meets the requirements
of Specification MC 338 and, if practi-
cal, modify, re-rate, and re-mark the
tank according to this specification
before (date—two years {rem the ef-
fective date of this arnendment).

(i) The holding time must be deter-
mined as required in § 178.238-9 of this
subchapter on each cavgo tank or on
at least one cargo tank for each
design. Subsequent cargo tanks manu-
factured to the sarne design if not indi-

vidually tested must have the optional
test regimen (see §178.338-9(bX(1)) of
this subchapter performed during the
first shipment. For the purpose of per-
forming the holding time test, same
design means: cargo tanks having the
same manufacturer; same drawings;
same dimensions of length, diameter,
and volume; same materials of con-
struction; and the same insulation
system.

(ii) The holding time determined by
test for one authorized hazardous ma-
terial may be used to establish an
equivalent holding time for other au-
thorized hazardus materials.

(iii) If a cargo tank covered by an ex-
emption cannot be modified to specifi-
cation requirements, the exemption
holder shall advise the Associate Di-
rector for Hazardous Materials Regu-
lation before (date 12 months from
the effective date of the amendment),
giving the reasons why the cargo tank
cannot be so modified.

* . » » *

(d) A Specification MC 330, MC 331,
or MC 338 (§§178.337, 178.338 of this
subchapter) cargo tank may not be
used unless it meets the following re-
quirements, as applicable:

(1) Each cargo tank must be tested
and inspected at least once every 5
years in accordance with paragrapns
d)(2), (33, (4), (10), (11), and (12) of
this section,

(H) The tank and each safety relief
valve of any carge tank used for the
transportation of chiorine must be
tested at least once every 2 years.

(ii) Each cargo tank used to trans-
port a cryogenic liguid must be exam-
ined after each shipment to ascertain
that the actual holding time is not sig-
nificantly different from the marked
rated holding time shown on the certi-
fication plate. The record required by
§ 177.840(h) of this subchapter may be
used for this determination, If the ex-
amination indicates that the actual
holding time is less than 80 percent of
the marked rated hclding time shown
on the specification plate (§178.338-
18(hb) of this suchapter), the tank
may not be refilled with any cryogenic
liquid until it is repaired to restore it
to the marked rated holding time
value or it is marked with the current
value of the rating holding time.

(iii) For a cargo tank in distribution
service of a cryogenic liguid. see
7.840(k) of this subchapter.
ach tank (ess fittings) must be
subjected ©0 an internal pressure of at
least one and one-half times the
design pressure {(maximum allowable
working pressure or re-rated pressure)
of the tank. The internal pressure may




be hydraulically or pneumatically gen-
erated. If a pneumatic test is used, the
entire surface of all joints under pres-
sure must be coated with a solution of
soap and water, or other suitable ma-
terial for the purpose of detecting
leaks through the presence of foaming
or bubbling. Other equally sensitive
methods for determining leaks may be
used. When a pneumatic test is per-
formed, suitable safeguards should be
provided to protect employees and
other persons should a failure occur.

L] * » » »

(4) When testing cargo tanks the in-
sulation and jacketing need not be re-
moved unless it is otherwise impossible
to reach test pressure and maintain a
condition of pressure equilibrium after
test pressure is reached, or ‘the
vacuum integrity cannot be main-
tained in the insulation space.

« . - - L]

12. In §173.300, paragraphs (D, (g)
and (h) would be redesignated para-
graphs (), (h) and (i) respectively; a
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new paragraph (f) would be added; re-
designated paragraph (h) would be re-
vised to read as follows!

§173.300 Definitions.

» * . . .

(f) Cryogenic liquid. A “cryogenic
liquid” is a refrigerated liquefied gas
having a boiling point colder than
_130° F. (--90° C.) and other than a
gas offered for transportation and
transported as a compressed or lique-
fied compressed gas in accordance
with this subchapter.

L] . » » L

(h) Filling density. The term “filling
density” shall designate the percent
ratio of the weight of gas in a contain-
er to the weight of water that the con-
tainer will hold at 60° F. (One pound
of water equals 27.737 cubic inches at
60" F.)

For example, for a liquefied petro-
leum gas of 0.504/0.510 specific grav-
ity, a 100-pound cylinder holds 238.1
pounds of water and the filling density
is 42 percent; therefore the amount of
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gas permitted is 0.42X238.1 or 100
pounds. For cryogenic liquids, the defi-
nition of filling density in
§173.316(cX1) applies o a cylinder;
the definition in § 173.318(fX1) applies
to a cargo tank; and the definition in
§173.319(d X1, applies to a tank car.

L . - - L

13. In §173.304 the text of para-
graph (aX2) preceding the table,
would be revised; paragraph (aX2)
table would be amended by deleting
the entriess *“Argon, pressurized
liquid,” “Nitrogen, pressurized liquid”
and “Oxygen, pressurized liquid;” and
changing the entry: “Hydrogen chlo-
ride” to “Hydrogen chloride, anhy-
drous;” the introductory text of para-
graph (b) would be revised as follows:

§173.304 Charging of cylinders with lique-
fied compressed gas.

(a)***
(2) The following requirements must

be complied with for the gases named

(for cryogenic liquids, see § 173.316):

Maximum
permitted Containers marked as shown in this column or of the same type
Kind of gas filling with higher service pressure must be used except as provided in
density (see §173.34(a),(b), § 173.3014)) (see notes following table)
Note 1)
{Delete)
Argon, pressurized liguid....... 115 DOT-41200.
Nitrogen, pressurized liquid.. 68 DPOT-4L.200.
Oxygen, pressurized liquid.... 96 DOT-4L200.
Hydrogen chloride ..o 65 DOT3A1800; DOT3AA1800, DOT3AXI1 800, DOT3AAK1800,
DOT3, DOT3T1800; and DOT3IE1800.
(Add)
Hydrogen chloride, 65 DOT3A1800: DOT3AA1800: DOT3AX1800: DOT3AANIBUU
anhydrous. DOT3, DOT3T1800; and DOT3E1800.

(b) Filling limits. (See §173.301(D).
For a liquefied compressed gas the
liquid portion of the contents at 130°
¥. must not completely fill the con-
tainer.

- - L] - *

4, In §1%3.314 paragraph (¢} preced-
ing the table would be revised, the

table in paragraph (c¢) would be
amended; note 17 to the table in para-
graph (¢) would be revised; paragraph
(g) would be redesignated paragraph
(h); a new paragraph (g) would be
added to read as follows:
§173.314 Requirements for
gases in tank cars.
* * L]

compressed

- *

(¢) Authorized gases, filling densi-
ties, tank cars. A compressed gas being
transported in a tank car must be
lJoaded and transported in accordance
with paragrzphs (b) and (h) of this
section, §173.432, and the following

table. (For cryogenic liquids, see
§173.319x

Kind of gas

Maximum permitted filling
density, Note

(Addy

Hydrougen chiloride, anhydrous....

(Revise)

Viny! fluoride, inhibited....

mum 80 psig. when otfered for transporta-
tion.

mwin 105 psig, when offered for transgor-
taticn.

Required tank car. see

§173.31ax2) and 3

89.0 maximum to 80.1 minimum at maxi- DOT-105A800W, Nove 17,

59.6 maximum to 53.6 minimum at maxi- DOT-105A600W, Note 17.

» * * - -

Note 17: See paragraph (g) of this section.

. L4 L] - -

(g) Special requiremenls for hydro-
gen chloride, anhydrous and vinyl flu-
oride, inhibited.

(1) The shipper shall notify the
Bureau of Exposives whenever a car is
not received by the consignee within
20 days from the date of shipment.

(2) Prior to the release of an
“empty” car for transportation, the
pressure in the car may not exceed 70
psig.

(3) Tank cars containing hydrogen
chloride, anhydrous must have the
auxiliary valve closed during transpor-
tation of the tank car (see §179.102-
17(d)).

- L] * . L
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15. In §173.315 the text of para-
2zraph (a) would be revised, the table
‘n paragraph (a) would be amended;
Note 11 to the table in paragraph (a),
and paragraph (¢) would be revised;
-he table in paragraph (h) would be
amended to read as follows:

PROPOSED RULES

§173.315 Compressed gases in cargo tanks
and portable tank containers.

(a) A compressed ges to be offered
for transportation in a cargo tank or a
portable tank must be prepared in ac-
cordance with this section (for cryo-

genic liquids, see §173.318); and may
only be shipped in a cargo tank or a
portable tank as provided in §§ 173.32
and 173.33 and this section (for mark-
ing requirements see §§172.326 and
172.328(d> of this subchapter) as fol-
lows:

Maximurmn permitted fitling density Specification enntainer reanired Pounds per
Kind of gas “Percent by Percent by voliing (see Type (see 77 Mimintum design square
Weight (see par. (f) of this section) Note 2) pressure (psig) inch gage'’
Note 1)
B Y8 o T OO USRS PSSR PI RPN R 51 See par. (¢} of this section.... . 100 (See Note 11, 20
50 ... do .. 10C (Sec Nnte 11 40
49 ...do 100 (See Note 11 7

jSthane-propane, mixtures....

47 ... do.. .
See par. (¢) of this section ...

liydrogen chioride, anhydrous..

" Pressure control valve setting. Maximum start to discharge pressure.

Nore 11; MC 330 or MC 331 cargo tanks
‘must be insulated. Cargo tanks must meet
ll of the following requirements. Fach tank
must be designed for a service temperature
-y0 warmer than the liquefaction tempera-
-ure of the hazardous material to be
shipped herein and must comply with the
‘ow-temperature requirements of the ASME
ode, The maximum allowable transporta-
‘ion distance before venting will occur, must
e that normally accomplished within the
‘1olding time of the cargo tank as loaded
vith an added margin of 100 percent of the
;1ormal travel time. However, if the normal
“ravel time exceeds 24 hours, the maximum
allowable transportation distance before
venting will occur may be that normally ac-
romplished within the holding time of the
varge tank with an added margin of 24
Jiours. Before transportation in an empty
rondition each cargo tank having previously
transported a hazardous material must have
een drained and vented or blown down suf-
ficiently so that there will be no venting
during movement of the empty tank.

L - » * *

(c) The loading of liquefied gases
into a cargo tank or a portable tank
shall be determined by weight or by a
suitable liquid level gauging device.
'The liquid portion of the gas shall not
rill the tank at 105 degees F. if the
fank is lagged, nor at 115 degrees F. if
the tank is unlagged, except that this
requirement shall be waived for:

(1) Tanks containing carbon dioxide

»r nitrous oxide which are required to’

e equipped with suitable pressure
controlling devices may be loaded to a
level corresponding to 95 percent of
vhe volumetric capacity of the tank, or

10.3 See Note 7.

(2) Tanks containing ethane; ethane-
propane, mixtures; or hydrogen chlo-
ride, anhydrous filled to allow at least
two percent ocutage below the inlet of
the safety relief valve or pressure con-
trolling valve under conditions of in-
cipient opening, with the tank in a
level attitude.

(h) L
Kind of gas Permitted gauging device
(Add)
ELhane ........ccvmeeeeeeer. ROtary tube; adjustable slip

tube; fixed length dip

tube.
Ethane-precpane, Rotary tube; adjustable slip
mixtures. tube; fixed length dip
tube.
Hydrogen chloride, None.
anhydrous.
* ] * »* .

16. § 173.316 would be revised to read
as follows:

§173.316 Cryogenic liquids in cylinders.

(a) General requirements.

(1) A cylinder may not be loaded
with a cryogenic liquid colder than the
design service temperature of the
packaging.

(2) A cylinder may not be loaded
with any material which may combine
chemically with any residue in the
packaging to produce an unsafe condi-
tion.

(3) The jacket covering the insula-
tion on a cylinder used to transport
oxygen or any flammable lading must
be made of steel.

160 tSee Note 110
275 (Bee Note 113
100 (See Note 113
300 (See Note 117 ..
450 (See Noie 11)

(4) A valve or fitiing with internal
moving or abrading parts that may
come in contact with oxygen in the
cryogenic liquid form or any flamma-
ble cryogenic liguid may not be made
of aluminum.

(5) Each cylinder must be provided
with one or more safety relief devices
which must be installed and main-
tained in compliance with the require-
ments of this subchapter.

(6) BEach safety relief device must be
installed and located so that the cool-
ing effect of the contents will not pre-
vent effective operation of the device.

(7) The weight of lading in a cylin-
der may not exceed the design weight
marked on the cylinder.

(b) Pressure conlrolling valves. Each
cylinder containing a cryogenic liquid
must have a pressure controlling valve
that is:

(1) Sized and set to limit the pres-
sure in the cylinder to no more than
one and one-fourth times the marked

. service pressure, if the insulation pro-

vided is other than a vacuum,

(2) Sized and set to limit the¢ pres-
sure in the cylinder to at least 15 psi
lower than one and one-fourth times
the marked service pressure, if the in-
sulation provided is a vacuum,

(3) Designed and installed so that ac-
cumulation of frost, will not prevent its
operation, and

(4) Designed and installed so that it
will prevent the cylinder from becom-
ing liquid full.

(c) Specification cylinder reguire-
ments and filling limits.
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Specification 4L (§ 178.57 of this sub-
chapter) cylinders are authorized for
the shipment of the following named
cryogernic liquids:

{1) For purposes of this section fill-
ing density” is defined as the percent
ratio of the weight of lading in a con-
tainer to the weight of water that the
container will hold at 60° F. (1 1b. of
water = 27.%37 cubic inches at 60° F.).

(2) Argon, nilregen 0r QIugen must
be loaded and shipped in accordance
with the following table:

Maxlmum permitted
fitling density
(Percent by weight)

Pressure control vaive
setting

Maximum start to
discharge pressure(psig)

Argon Nitro- Oxygen
gen

45 ... . 133 76 108
5. 130 14 105
105.. 127 12 103
170.. 122 70 100

230.. 119 69 o8
295.. 115 68 96
360...... 113 85 93

(3) Hydrogen (minimum 85 percent
parahydrogen) must be loaded and
shipped as follows:

Column 1 Column 2
Service temperature .....oee minus 423" F. or
colder.
Maximum filling density 6.7 percent.

pbased on cylinder capacity
at minus 423° F.
The pressure conirolling 17 psig.
valve must be designed and
set to limit the pressure in
the cylinder to not more
than.

(i) Each cylinder must be construct-
ed, insulated, and maintained so that
during transportation the total rate of
venting shall not exceed 30 SCF of hy-
drogen per hour, -

(i) In addition to the marking re-
quirements in §178.57-20 of this sub-
chapter, the total rate of venting in
SCF per hour (SCFH) shall be marked
on the tep of each head or valve pro-
tection band in letters at least one-
half inch high as follows: “YVENT
RATE* *SCFH"” with the stars re-
palced by figures signifying the SCF
of hydrogen venting rate per hour.

(iii) Carriage by highway is subject
to the conditions specified in
§177.840(a) of this subchapter.

17. §173.318 would be added to read
as follows:

§173.318 Cryogenic liquids in cargo tanks.

(a) General requirements.

(1) A cargo tank may not be loaded
with a cryogenic liquid colder than the
design service temperature of the
packaging.

(2) A cargo tank may not be loaded
with any material that may combine
chemically with any residue in the
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packaging to produce an unsafe condi-
tien.

(3) The jacket covering the insula-
tion on a tank used to transport a
cryogenic liquid must be:

(i) Made of steel if the cryogenic
liquid is to be transported by vessel
(See §173.320(d) and §176.76(h)(D) of
this subchapter); or

(ii) Made of steel if the cryogenic
liguid is oxygen or a flammable mate-
rial.

(4) A valve or fitting with moving or
abrading parts or any piping, that may
come in contact with oxygen in the
cryogenic liguid form or any flaruna-
ble eryogenic liguid may not be made
of aluminum.

(b) Safety relief devices.

(1) General requirements.

(i) Each tank must be protected by a
primary system of one or more spring
loaded safety relief valves, and except
for carbon monocxide service, by a sec-
ondary system of one or more frangi-
ble discs arranged to discharge upward
and unobstructed to the outside of the
protective housing in such a manner
as to prevent impingement of gas upon
the jacket of any structural part of
the vehicle. For carbon monoxide serv-
jice the secondary system rnust be com-
prised of one or more safety relief
valves in place of the frangible discs.

(i) The rated relieving capacity for
each safety relief valve and each fran-
gible disc must be as determined by
the flow formulas contained in para-
graphs 4.3.4 of CGA Pamphlet 5-1.2.

(iii) Each safety relief valve must be
designed and located so as to minimize
the possibility of tampering. If the
pressure setting or adjustment is ex-
ternal to the valve, the valve adjust-
ment must be sealed.

(iv) Each safety relief device must be
installed to have direct communication
with the vapor space of the tank, at
the midlength of the top centerline.

(v) Each connection to a safety relief
device must be of sufficient size to pro-
vide the required rate of discharge
through the safety relief device.

(vi) No shut-off valve may be in-
stalled between a safety relief device
and the tank, except when two or
more safety relief values or two or
more franzible discs are installed on
the same tank. In that case, one or
mere shut-off valves may be so in-
stalled if the installation is arranged
to provide the required rellef capacity
through at least one safety relief valve
and at least one frangible disc at all
times.

(vii) any shut-off valve or device that
interferes with the pressure control
valve must be designed so that the
cargo tank may not be operated for
transportation purposes when the
pressure control valve is inoperative.

(viil) Each safety relief device must
be arranged or protected to prevent
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the accumulation of foreign material
between the relief valve and the at-
mospheric discharge opening in any
relief piping. The arrangement or pro-
tection must not impede flow through
the device.

(ix) Each safety relief device must be
so installed and located that the cool-
ing effect of the contents will not pre-
vent effective operation of the device.

(2) Capacity and performance.

(i) The minimum total capacity of
the required primary system of safely
relief valves and the minimum total
capacity of the specified secondary
system of relief devices must be as pre-
seribed in section 4 of CGA Pamphlet
S-1.2 for a bare tank unless the insula-
tion remains in place and effective
under accident-fire conditions in
which case the insulation space is con-
sidered to be saturated with the gas-
eous lading at atmaspheric pressure.

(ii) The primary safety rellef valves
must have the minimum total capacity
specified in paragraph (bX2)(i) of this
scction, at a tank pressure not exceed-
ing 120 percent of the tank design
pressure.

(iii) The secondary system of frangi-
ble discs or the required additional
safety relief wvalves must have the
minimum total capacity specified in
paragraph (b)(2)(1) of this section, at a
tank pressure not exceeding 150 per-
cent of the tank design pressure.

(iv) The primary system of safety
relief valves must have a liquid flow
capacity equal to or exceeding the
maximum rate at which the tank is to
be filled at a tank pressure not exceed-
ing 120 percent of the tank design
pressure.

(v) Fach primary safety relief valve
must be set to start-to-discharge at a
pressure no higher than 110 percent of
the tank design pressure.

(vi) The secondary system of safety
relief devices must be designed to com-
mence functioning at a pressure no
lower than 130 percent and no higher
than 150 percent of the tank design
pressure.

(3) Safety relief devices jor piping,
hose and vacuum insulated jackets.

(i) Each portion of connected liquid
piping or hose that can be closed at
both ends must be provided with
either a hydrostatic safety relief valve,
without an invervening shut-off valve,
or a check valve permitting flow from
the pipe or hose into the tank. If used,
the relief valve must be located so as
to prevent its discharge from imping-
ing on the tank, piping, or operating
personnel.

(i) On a vacuum-insulated cargo
tank the jacket must be protected by a
suitable relief device to release inter-
nal pressure. The discharge area of
this device must be at least 0.00024
square-inches per pound of water ca-
pacity of the tank. This relief device
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must function a2t a pressure not ex-
ceeding the internal design pressure of
the jacket, calculated in accordance
with the ASME Code, or 25 psig,
whichever is less.

(4) Optional safety relief devices and
pressure controlling devices.

(i) In addition to the required safety
relief devices, a cargo tank may be
equipped with one or more pressure
controlling devices,

(ii) In addition to the required safety
relief devices, a cargo tank may be
equipped with one or more frangible
discs set to function al a pressure not
over two times nor less than one and
one half times the design pressure of
the tank.

(5) Tank inlet, outlel and safely
relief device markings.

(i) Each tank inlet and outlet, except
safety relief devices, must be perma-
nently marked to designate whether it
communicates with vapor or liquid
when the tank is filled to the maxi-
mum permitted filling density.

(ii) Each safety relief valve must be
plainly and permanently marked with
the pressure in psig at which it is set
to discharge, the actual rate of dis-
charge of the device in SCF per
minute (SCFM), and the manufactur-
er’s name or trade name and catalog
number. The marked start-to-dis-
charge pressure valve must be visible
with the valve in its installed position.
The rated discharge capacity of the
device must be determined at a pres-
sure of 120 percent of the design pres-
sure of the tank.

(c) Weight of lading requirements.
The maximum weight of a cryogenic
liquid in the tank must be determined
by weighing or by use of liquid level
gauging devices - authorized in
§178.338-14(a) of this subchapter and
may not exceed the lesser of:

(1) The weight of lading in the tank
based on the water capacity stamped
on the nameplate (§ 178.338-18(a)(6) of
this subchapter), and the appropriate
maximum permitted filling density in
paragraph (f) of this section, or

(2) The maximum weight of lading
for which the cargo tank was designed,
as marked on the specification plate
(see §178.338-18(b) of this sub-
chapter).

(d) Outage. When a cargo tank is of-
fered for transportation, at least two
percent outage must be provided
below the inlet of the safety relief
valve or pressure controlling valve
under conditions of incipient opening,
with the tank in a level attitude.

(e) Temperature. A cryogenic ligquid
must be loaded into a cargo tank at a
temperature sufficiently cold that the
lower pressure setting of the pressure
control valve or the required safety
relief valve will not be reached in less
time than the marked rated holding
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time specified in § 178.338-9(¢) of this
subchapter.

(£} Specification MC 338 (§178.338 of
this subchapter) tank motor vehicle is
authorized for the shipment of the fol-
lowing cryogenic liquids subject to the
following additional requirements:

(1) For purpose of this section “fill-
ing density” is defined as the percent
ratio of the weight of lading in the
tank to the weight of water that the
tank will hold at the design service
temperature (one pound of water =
27.737 cubie inches at 60° F. or one
gallon = 231 cubic inches at 60° F. and
weighing 8.32828 pounds).

(2) Argon, helium, nilrogen, or
oxygen must be loaded and shipped in
accordance with the following table:

PRESSURE CONTROL VALVE SETTING OR RELIEF
VALVE SETTING

Maxi-
S";‘:’_“m Maximum permitted filling density
discharge (percent by weight)
pressure

(psig) Argon Helium Nitrogen Oxygen

Design
service
tem-
perature 320(F)..._452F .....~320F ......~320F ...
(3) Carbon monoride, hydrogen

(minimum 95 percent parahydrogen),
elhylene, methane or natural gas must
be loaded and shipped in accordance
with the following table:

PrESSURE CONTROL VALVE SETTING OR RELIEF
VALVE SETTING

Maxi-
mum
start—to Maximum permitted filling density
discharge {percent by weight)
pressure
(psig) Carbon Ethylene Hydro- Methane or
monoxide gen  natural gas

386

B0 382

PRESSURE CONTROL VALVE SETTING OR RELIEF
VaLve SETZING—Continued

Maxi-
mum
start—to Maximum permitted rilling density
discharge (percent by weight)
pressure
(psig) Carbon Ethylene Hydro- Mecthane or
monoxide gen  natural gas
508 e
50.2 5.7 375 .
49.2 s

8.4

tem-
perature-320F .....- 155F ... —423F ... —~320F ......

18. §173.319 would be added to read
as follows:

§173.319 Cryogenic liquids in tank cars.

(a) General requirements.

(1) A tank car containing a cryogenic
liguid may not bLe shipped unless it
was loaded by or with the consent of
the owner of the tank car.

(2) The amount of cryogenic liquid
loaded into a tank car must be deter-
mined either by direct measurement
or by calculation based on weight to
verify that the tank has not been
filled to a level beyond the limits spec-
ified by paragraph (bX2) of this sec-
tion. In either case the weight must
also be checked by use of proper scales
after disconnection of the loading line.

(3) Whenever 2 tank car containing
any cryogenic lading is not received by
the consignee within 20 days after
shipment, the shipper of the lading
must notify the Bureau of Explosives.

(4) A tank car may not be loaded
with any cryogeriic liquid

(i) that may combine chemically
with any residue in the tank to pro-
duce an unsafe condition,

(ii) that is colder than the design
service temperature of the tank,

(iii) if the average daily pressure rise
in the tank exceeded 3 psi during the
prior shipment (see §173.31(c)13) of
this Part).

(iv) unless it is marked with the
name of contents (§172.101 of this
subchapter) in accordance with the re-
quirements of §172.330 of this sub-
chapter or as otherwise approved by
the Department.

(b)) When a tank car is offered for
transportation:

(1) at least 0.5 percent outage must
be provided below the inlet of the
safety relief or pressure controlling
valve at the start-to-discharge pres-
sure setting of the valve with the tank
car in a level attitude, and




(2) the absolute pressure in the an-
nular space must be less than 75 mi-
crons of mercury.

(¢) Temperature. A cryogenic liguid
must be loaded into a tank car at a
temperature sufficiently low that the
lower pressure setting of the pressure
control! valve or the required safety
relief valve will not be reached in less
than the time determined under in
§ 179.400-4(a) of this subchapter.

(d) A Class 113 tank car is author-
ized for the shipment of the following
cryogenic liquids subject to the follow-
ing additional requirements:

(1) For purposes of this section “fill-
ing density” is defined as the percent
ratio of the weight of lading in the
tank to the weight of water that the
tank will hold at the design service
temperature (one pound of
water=27.737 cubic inches at 60° F. or
one gallon=231 cubic inches at 60° F.
and weighing 8.32828 pounds).

(2) Ethylene or hydrogen (minimum
95 percent parahydrogen) must be
loaded and shipped in accordance with
the following table:

PRE5SSURE CONTROL VALVE SETTING OR RELIEF
VALVE SETTING

Maximum start—to discharge Maximum permitted
pressure (psig) filling density
(Percent by weight)

Ethylene Hydrogen

17
75
Maximurm pressure when

offered for transportation.... 10 PSIZ rervvriinineninn
Design service temperature.... -260F ~-423 F
Specification .. e 113 C120 W 113A60 W

19. § 173.320 would be added to read
as follows:

§173.320 Cryogenic liquids; exceptions.

Argon, helium nitrogen and oxygen,
cryogenic liquids, in cylinders. porta-
ble tanks, cargo tanks, and tank cars,
constucted and thermally protected so
that the pressure in such packagings
will not exceed 25.30 psig under ambi-
ent temperature conditions during
transportation (exluding loading and
unloading operations), are not subject
to the requirements of this subchapter
except:

(a) Sections 171.15 and 171.16 per-
taining to the reporting of incidents.
The release of a material covered by
this section is not a reporlable inci-
dent if the release is through a pres-
sure controlling device installed on a:

(1) Specification 4L cylinder and set
at a pressure in accordance with sec-
tion 173.316(b)(2), or a

(2) Portable tank, cargo tank, and
tank car and set at pressure no higher
than 25.30 psig;

(b) Part 172;
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(¢) Section 173.6 and Part 175 per-
taining to transportation on board air-
craft; and

(d) Part 176 pertaining to transpor-
tation on board vessels (see section
176.76(h)).

PART 174—CARRIAGE BY RAIL

20. The Table of Sections to Part 174
would be amended by revising the
entry for § 174.204 as follows:

(Sec. 174.204 Tank car delivery of gases, In-
cluding cryogenic liquids.

21. In § 174.25(a), the table would be
amended by changing the entry:
“QOxygen (liquefied)” to “Oxygen,
cryogenic liquid™” as follows:

§174.25 Additional information of way
bills, switching orders and other bill-
ings.

(a) * » *
Hazzrdous material or Placard FPlacard
class notation endorsement
(Deleted)
Oxygen (liquefied) ......... Placarded Dangerous.
OXYGEN.

(Add)

Oxygen, cryogenic liguid. Placarded  Dangerous.
OXYGEN.

22. §174.67 the introductory test of
paragraph (a) would be revised to read
as follows:

§ 174.67 Tank car unloading.

(a) In unloading tank cars, the fol-
lowing rules must be observed (see also
subpart F of this Part for gases):

» » - - L3

23, In §174.83 paragraph (b) would

. be revised to read as follows:

§174.83 Switching of cars containing haz-
ardous materials.

» * - - - -

(b) Any Class DOT 113 tank car pla-
carded “FLAMMABLE GAS” and any
car placarded “EXPLOSIVE A’ or
“POISON GAS” may not be:

(1) Cut off while in motion,

(2) Coupled into with more force
than is necessary to complete the cou-
pling, or -

(3) Struck by any car moving under
its own momentum.

24, In §174.204 the heading, and
paragraph (a)2) would be revised to
read as I'ollows:

§174.204 Tank car delivery of gases, in-
ciuding cryogenic liguids.

(ay*** )

(2) Except for DOT-106A or 110A
type cars (§179.300 or § 179.301 of this
subchapter), a tank car containing an-
hydrous ammonia, liquefied hydrocar-
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bon gas or liguefied petroleum gas and
having interior pipes for liquid and gas
discharge valves equipped with check
valves, or a *ank car containing a flam-
mable cryogenic liquid, may not be de-
livered and unloaded on carrier tracks,
unless the lading is piped directly
from the car to permanent storage
tanks of sufficient capacity to receive
the entire contents of the car. Such
cars. may also be stored on a private
track or on carrier tracks designated
by the carrier for such storage (see
§ 171.8 of this subchapter).

PART 176—~CARRIAGE BY VESSEL

25. In §176.76, paragraph (h) would
be added to read as follows:

§176.76 Highway vehicles, railroad vehi-
cles, freight containers, and portable
tanks containing hazardous materials.

* L] » » L]

(h) Cryogenic liquids. For shipment
of cryogenic liquids on board a vessel
the packaging must be designed and
filled so that:
~ (1) Any cryogenic liguid being trans-
ported in & cargo tank on board a
vessel, regardless of the pressure in
the package, must be contained in a
steel jacketed Specification MC 338,
(§ 178.338 of this subchapter) insulated
cargo tank. In addition, the require-
ments of §173.318(a)4) of this sub-
chapter apply to a cargo tank contain-
ing any crycgenic liquid.

(2) The elapsed time between the
loading of a cargo tank with a cryo-
genic liquid and the subsequent un-
loading of the cryogenic liquid from
the cargo tank at its final destination
may not exceed the marked rated
holding time (MRHT) as calculated in
§ 178.338-9(e) of this subchapter.

PART 177—CARRIAGE BY PUBLIC HIGHWAY

26. In Part 177 Table of contents,
86 17'7.816 and 177.840 would be re-
vised; and §§ 177.818 and 177.825 would
be added-to read as follows:

Sec.
177.816 Training.

» * - * »

177.818 Special instructions; cryogenic lig-

ujds.
. . . . -
177.825 Carrier’s registration statement;
flammable cryogenic liquids.
* - » » »

177.840 Compressed gases including cryo- |
genic liquids.

27. In Part 177, Section 177.816
would be aclded to read as follows:
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§ 177.816 Training.

(a) Applicabilily. No person may
transport a flammable cryogenic liquid
in a eargo tank on a public highway
unless the person has provided, and
the driver has received, the training
specified in this section.

(b) Training required. Each person
subject to paragraph (a) of this section
must— )

(1) Provide the required training in
written form:

(23 Provide the required training at
the time of initial employment of the
driver and on a recurrent basis at least
once every 24 months;

(3) Include in the training program
mstructions pertaining to—

(i) Requirements in the Subchapter
applicable to cryogenic liquids;

(ii) Requirements in the Federal
Motor Carrier Safety Regulations,
Farts 390-397 of this title, applicable
to drivers;

(iii) The properties and potential
Lazards of the material being trans-
ported;

(iv) The operation of the type cargo
tank the driver will be operating in-
cluding its handling characteristics,
emergency features and loading limi-
tations; and

(v) Procedures to be followed in case
of accident or other emergency includ-
ing unanticipated pressure increase or
(lecrease.

(¢) Record of training. A record of
the training and certificate of training
required by this section shall be re-
tained in the drivers gualification file
(scc § 391.51 of this title) for as long as
the driver is employed by that person
and for three years thereafter. A
person using a driver who is not a reg-
ularty employed driver for that person
(see §395.2(f) of this title) shall retain
a copy of that driver’s certificate of
raining as prescribed in paragraph (d)
nf this section.

(d) Certificate of training. Each
serson providing the training required
oy this section shall complete in dupli-
~ate a certificate of training. The copy
of the certificate shall be retained in
the driver's qualification file and the
original shall be furnished to the
driver. The driver shall have the cer-
tificate on his person while operating
a motor vehicle subject to this section.
The certificate of training shall in-
clude the following information—

(1) The driver's name and operators
license number;

(2) The date the driver was provided
the training and the due date for re-
current training;

(3) The name and address of the
person providing the training; and

(4) The hazard class and proper
shipping name of material for which
the training was provided.

28. In part 177, §177.818 would be
added to read as follows:
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§177.818 Special instructions; eryogenic
liquids.

A driver of a motor vehicle trans-
porting a cryogenic liquid in a package
exceeding 125 gallons water capacity,
and each carrier using such a vehicle
shall ensure that written instructions
containing the following -information
are carried with the required shipping
papers:

(1) General pracautions.

(2) Manual venting instructions,

(3) Emergency procedures, and

¢(4) The names and telephone num-
bers of persons o be contacted in case
of emergency or accident.

29. In §177.324 paragraph (aX1)
would be amended by changing the
first two lines to read, “Fach cargo
tank, except Specification MC 330, MC
331, and MC 338 cargo tanks”...;
paragraph (¢) would be revised to read
as follows:

§177.824 Retesting and inspection of
cargo tanks.
[ ] » * - L d

(e) Compressed gas and cryogenic
liquid cargo tanks, specifications MC-
330, MC-331, and BMC-338.

(1) Specification MC-330 and MC-
331, Each cargo tank constructed in
compliance with specification MC-330
and MC-331 (§178.337 of this sub-
chapter) must be inspected and tested
in accordance with § 173.33 of this sub-
chapter.

(2) Specification MC-338 insulaied
cargo tanks. Each insulated cargo tank
constructed in compliance with specifi-
cation MC-338 (§178.338 of this sub-
chapter) must be tested in accordance
with §178.338-16(a) of this subchapter
and be in compliance with §173.33 of
this subchapter.

30. § 177.825 would be added to read
as follows:

§177.825 Carrier’s registration statement;
flammable cryogenic liquids.

(a) No carrier may transport a flam-
mable cryogenic liquid in a portable
tank or a cargo tank after the dates
and under the conditions specified in
paragiaph (b) of this section unless he
has on file a registration statement
with, and has received an acknowl-
edgement thercof from, the Office of
Operations and Enforcement, Materi-
als Transportation Bureau. The regis-
tration statement must contain the
following:

(1) Name of carrier.

(2) Principal place of business.

(3) Laocations where cargo tanks used
to transport flammable cryogenic lig-
uids are domiciled.

(4) A listing, by name of manufac-
turer and vehicle identification
number, of each cargo tank used by
the carrier to transport flammable
cryogenic liquids and the name of

each flammable cryogenic liguids
transported in the cargo tank.

(b) A registration statement contain-
ing the information required by para-
graph (a) of this section must be filed:

(1) Initially between January 1 and
February 28, 1980, and

(2) Between January 1 and February
28 of each even year after 1980.

The initial statement is not required
to contain information relative to op-
erations that occurred more than 90
days prior to the date of the state-
ment. Operations initiated between
the filing intervals specified in this
paragraph are not subject to the regis-
tration requirements of this section
until the end of the next required
filing period.

31. In §177.840 the heading and
paragraph (aX2) would be revised;
paragraphs (h), (i), (), (k) and D
would be added to read as follows:

8177.840 Compressed gases; eryogenic lig-
uids.

(a) »

(2) Cylinders for hydrogen, cryogenic
liguid. Specification DOT-4L cylinders
containing hydrogen, cryogenic ligquid
must be transported on a motor vehi-
cle with an opea body which is
equipped with a suitable rack or sup-
port having a mears to hold the cylin-
der upright when subjected to an ac-
celeration of at least 2 "g” in any hori-
zontal direction.

(i) The combined total of the hydro-
gen venting rates as marked on the
cylinders on one motor vehicle must
not exceed 60 SCF per hour.

(ii) Any motor vehicle transporting a
cylinder containing hydrogen, cryo-
genic liguid may not enter a tunnel.

(iii) Highway transportation is limit-
ed to private and contract carriage and
to direct movement from origin to des-
tination.

(h) The driver of a motor vehicle
transporting a cryvogenic liquid in a
package exceeding 125 gallons of
water capacity shall be knowledgeable
in the handling of that spccific lading.
He shall take precautions to avoid
delay during transportation that could
cause an excessive pressure rise or
other undesirable condition. 1f unfore-
seen conditions cause an excessive
pressure rise, he shall manually vent
the tank at a remcte and safe location.
For ecach shipment, the driver shall
record the cargo tank pressure at the
start of each trip, immediately before
and after any manual venting, at least
once every five hours, and at the desti-
nation point for the lading.

(i) Except for a cargo tank in distri-
bution service (peddle run), the
elapsed time required between the
loading of a cargo rank with a cryo-
genic liquid and the subsequent un-
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loading of that tank at its intended de-
livery point may not exceed the one-
way travel time calculated in accord-
ance with §178.338-9(¢) of this sub-
chapter.

(i) For a cargo tank In distribution
service (peddie run), the one-way
trave! time computed in accordance
with §178.338-9(c) of this subchapter,
must be reduced by one-half,

(k) ITach cargo tanit containing 3
cryogenie liquid (other than of atmaos-
nerie gas) excoept ogie in use In distri-
ution service, roust be completeiy
draired of liguid contents st destina-
tion and must be venied to atmospher-
ic pressure tefore it iz counsidercd
erapiy and not subject to the regula-
tions for a cargo tank fravsvociing a
cryogeniv Hauid,

1y A carrvier of carkbon monoxide as
a crvogenic licuid must providce each
driver with g National Iastitute of Oc-
cupatinnal Eafety and Health ap-
proved self-contained air breathing ap-
paratus calaiogue number 461704
Model 401 air mask, pressure demand
type manufactured by the Mine
Safety Appliance Co., or egquivalent.

PARY 173-—SHIPPING CONTAINER
SPECIFICATIONS

32. The Table of Sections to Part 178
would be amended by adding an entry
for § 178.338 to read as follows:

Sec. 178.338 Specificaticn MC 338: insulat-
ed cargo tank,

33. Paragraph (a) of §17857-13
would he revised to read as follows:

§178.57-13 Safety devices and pressure
control valves.

{a) Bach cylinder must be equipped
with safety devices and pressure con-
trol valves as prescribed in § 173.34(d),
and paragraphs (h) and () of § 173.316
of this subchapter as appropriate.

34. §178.337-11 the introductory
text of paragraph (¢) would be revised
to read as follows:

§178.337-11 Emergency discharge control.

» » L4 > *

(¢) Ligquid or vapor discharge open-
ings. Except for an engine fuel line on
a truck-mounted tank, of not over 3/4
inch diameter and equipped with a
valve having an integral excess flow
valve, each ligquid or vapor discharge
opening in a tank used for a flamma-
ble liguid, flammable compressed gas,
anhydrous ammonia or hydrogen chio-
ride, anhydrous must be equipped
with a remotely controlicd internal
shut-off valve. However, on any liquid
or vapor discharge opening of less
than 1-1/4 inches diameter, an cxcess
flow valve together with a manually
operated external valve may be used
in place of a remotely controlled inter-
nal shut-off valve. Each remotely con-
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trolled internal valve must be in con-
formance with the following require-
ments:

L] * » L] £

35. § 173.338 would be added to read
as follows:

§ 178.338 Specification M(C 338; insulated
cargo fank.

§178.338-1 QCencral requirements,

(a) For tihie purposes of this section--

{1y “Design pressure” means the
zirewn  allowabls working pres-
a8 used in the ASKE Coide, and
iz the gauge pregsure at the top of the
tank.

(Z;  “Pesion  service lemperoture”
means the coldest {emperature for
whicrh the tank s suileble (Sec
§172.318(H of this cubchapter.)

L) Each carge tank musi consist of
a suitably supported welded inner
vessel enclosec within an outer shell
or jacket with insuiation between the
inner vessel and ocuter shell or Jacket
and having piping, vaives, supports
and other appurtenances as specified
in this subchapter. For the purpose of
this specification “tank” means inner
vessel, and “jacket” means either the
onier sheil or insulation cover.

(c3 Fach tank must be designed and
construcied to meet ths requirements
of the ASME Code.

(1) The design pressure of the tank
miist not de less than 25 psig nor more
than 560 psig. To determine the per-
missable thickness of the parts of the
tank the static head of the lading
shali be added to the design pressure.
If the jacket is evacuated, the tank
must be cesigned for a pressure of 15
psi plus the lading static head, higher
than {ts “design pressure.” The jacket
must be designed in accordance with
paragraph (e) or (f) of this section, as
appropriate.

(2) The design service temperature
of the tank, piping and valves may not
be warmer than the liquefaction tem-
perature of the lading to be transport-
ed (see § 173.318 of this subchapter).

(3) Design and construclion details
of the tank interior inay not allow col-
lection and retention of cleaning mate-
rials cr cortaminants. To preclude the
entrapment of foreign material, the
designn and construction of the cargo
{ank must atlow washing of all interior
surfaces by the normal sloshing of the
lading during transportation.

(Y The exterior surface of the tank
must be insulated with a material com-
patible with the lading.

(1) BEack. cargo tank must have an in-
sulation system that will prevent the
tank pressure from exceeding the
safety relief valve set pressure within
the specified holding time when the
tank is loaded with the specific cryo-
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genic liguid at the design conditions
of:

(i) the specified temperature and
pressure of the cryogenic liquid, and

(i) the exposure of the filled cargo
tank to an average ambient tempera-
ture of 85°F.

(2) For a cargo tank used to trans-
port oxygen, the insulation may not
sustain combustion in a 99.5 percent
oxygen atmosphere at atrnospheric
pressure when contacted with a con-
tinucusly hested glowirg piatinum
wire. A carge tank which s so insulat-
ed muet ke marked, “INSTJLATION
FOR ORYGEN SERVICE” in accord-
ance with § 1782338 18(h) when i} is
nsed 1o transport oxygen.

(3) Each vacuum-insulated ecargo
tank must be provided with a connec-
tion for a vacuum gauge to indicate
the absolute pressure within the insu-
lation space,

{¢) The insulaijon must be compiete-
Iy covered by a metal jacket. The
jacket or the insuiation must be so
constructed and scaled as to prevent
moisture from coming into contact
with the insulation (see § 173.318(aX3)
uof this subchapter). Minimum metal
thicknesses are as follows:

Jacket Jacket
Type metal evacuat- not
ed evacuat-
ed
Stainless Steel........... 18 20
gauge gauge,
Low Carbon Mild 12 i4
Steel. gauge gauge.
Aluminum ... . ... 0125 0.100
inch inch.

(f) Al evacuated jacket must be in
compliance with the following require-
ments:

(1) The cylindrical portion of the
jacket between stiffening rings maust
have a critical collapsing pressurc of
at least 30 psi as determined by the
formula:

P.=:2.6E(t/D* %/(L/D)--0.45(t/D)"?
where:

P.=Critical collapsing pressure, in psi:
E=Modulus cf elasticity of jacket materi-

al, in psi;

t=Minimum rhickness of jacket material,
in inches.

D=O0utside diameter of jacket in inches;
and

L=Distance between stiffening ring cen-
ters, in inches. The heads arc considered
as stiffening rings located one-third the
head depth from the head tangent line.

(2) If stiffening rings are used in de-
signing the cylindrical portion of the
jacket for external pressure, each ring
must be attached to the jacket by
fillet welds on each side of the ring.
Qutside stiffening ring attachment
welds must be continuous. Inside ring
attachment welds may be intermit-
tent. When intermittent welds are
used, the total length of welds on each
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side of the ring must be at least one-
third of the jacket circumference.
Where a closed section is used, it must
be continuously welded on the outside
of each leg. A portion of the jacket
may be included when calculating the
moment of inertia of the ring. The cf-
fective width of jacket plate, W, on
each side of the attachment to the
ring is given by the formula:
W=0.78(Rt)°"

where:

R=0Outside radius of the jacket, in inches,

and
{—Plate thickness of the jacket, in inches.

(i) Where a stiffening ring consists
of a closed section having two webs at-
tached to the jacket, the jacket plate
between the webs may be included up
to the limit of twice the value of W as
defined above. The flange of the sec-
tion is subject to the same limitation,
with W based on R and t of the flange.
Where two separate members, such as
two angles, are located less than 2W
apart they may be treated as 2 single
stiffening ring, (the maximum width
of jacket plate which may be consid-
ered effective is 4W).

(ii) Each stiffening ring must have a
minimum moment of inertia as deter-
mined by either of the following for-
mulae:

1=1.05D°L/E
I'=1.38DL/E

where:

I=Required moment of inertia of the
stiffener itself about a centroidal axis
parallel to the jacket axis, in inches to
the fourth power; »

I"=Required moment of inertia of the
combined section of stiffener and effec-
tive width of jacket plate about a cen-
troidal axis paraliel to the jacket axis, in
inches to the fourth power;

D-=0Outside diameter of the jacket, in
inches,

L=One-half the distance from the center-
line of the stiffening ring to the next
line of support on one side, plus one half
the distance from the centerline of the
stiffening ring to the next line of sup-
port on the other side of the stiffening
ring. both measured parallel to the axis
of the jacket, (a line of support is either
a stiffening ring meeting the require-
ments of this paragraph or a circumfer-
ential linc on a head at one-third the
depth of the head from the head tan-
gent line), in in¢hes; and

E-Modulus of elasticity of the stiffener
material, in psi.

(3) The jacket head, shell and ring
thickness must be based on a 7.5 psi
minimum external design pressure per
paragraph UG-33 of the ASME Code.

(4) If the jacket also supports addi-
tional loads such as the weight of the
tank and lading, the combined stress,
computed according to the formula in
§178.338-3(b), may not exceed 25 per-
cent of minimum specified tensile
strength.
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§178.338-2 Material.

(a) All material used in the construc-
tion of a tank and its appurtenances
that may come in contact with the
lading must be suitable for use with
the lading to be transported. All mate-
rial used for tank pressure parts, in-
cluding evacuated jackets, must con-
form with the requirements of the
ASME Code.

(b) All tie-rods, mountings, and
other appurtenances within the jacket
and all piping, fittings, and valves
must be of material suitable for use at
the lowest temperature to be encoun-
tered.

(¢) Impact tests are required on all
tank materials, except aluminum, and
must be performed as required by Sec-
tion VIII of the ASME Code.

(d) The direction of final rolling of
the shell material must be the circum-
ferential orientation of the tank shell

(e) Each tank censtructed in accord-
ance with Part UHT of the ASME
Code. must be postweld heat treated
as a unit after completion of all welds
to the shell and heads. Other tanks
must be postweld heat treated as re-
quired by the ASME Code. The
method must be as prescribed in the
ASME Code. Welded attachments to
pads may be made after postweld heat
treatment.

(f) The fabricator shall record the
heat and slab numbers and the certi-
fied Charpy impact values of each
plate used in the tank on a sketch
showing the location of each piatec in
the shell and heads of the tank. A
copy of the sketch must be provided to
the owner of the cargo tank and a
copy retained for at least five years by
the fabricator and made available to
any representative of the Department
of Transporiation.

§178.338-3 Metal thickness.

(a) The metal thickness of the tank
must be as required by the ASME
Code and paragraph (b) of this sec-
tion. Metal thickness less than % inch
may not be used for the shell or heads
of a tank urless the tank is enclosed in
an evacuated or load-bearing jacket.
Metal thickness less than % inch may
not be used for the shell or heads of
the tank under any circumstances.

(b) The minimum thickress of metal
in the shell (cylindrical poriion) of the
tank must be such that at no point
will the stress on a plane normal to
the longitudinal axis exceed 25 per-
cent of the minimum specified tensile
strength of the metal. The forces,
loads, and stresses considered in this
requirement must take into account
the weight of the tank itself, its maxi-
mum weight of contents, and articles
supported by the tank, not including
the weight of structures supporting
the tank in normal conditions The
stresses involved are not all uniform

through the length of the tank. For
purposes of this requirement, calcula-
tion must be made by the following
formula:

S=T/2+(T?*4+85.2%

where, at any point under considera-
tion and for the worst combination of
loadings:

S — Effective stress as limited by this re-
quirement, in gsi;

T = The sum of the longitudinal tensile
stress due to external vacuum and inter-
nal pressure and other causes including
direct tensile stress due to a rearward
acceleration force equal to twice the
static weight; tensile stress due to the
bending moment of a rearward accelera-
tlon force equal to twice the siatic
weight applicd at the road surface, and
tensile flexure stress due to three times
the static weight, in psi; and

Ss= The vectorial sum of the shear stresses
in the plane in question, including direct
vertical shear due to three times the
static vertical loading, direet lateral
shear due to a lateral accelerative force
equal to twice the static weight, and tor-
sinnal shear due to a lateral accelerative
force equal to twice the static weight,
applied at the road surface, in psi.

(¢) Maximum stress concentrations
that may be created at supports due to
shear, bending, and torsion must be
calculated in accordance with Appen-
dix G of the ASME Code.

(d) Where a tenk support is attached
to any part of a tank head, the stress-
es imposed on the head must be in ac-
cordance with the requirements in
paragraphs (b) and {(c) of this section.

§178.338-4 Joints.

(2) All joints in the tank, and in the
jacket if evaciated, must be as re-
quired by the ASME Code, with all un-
dercutting in shell and head material
repaired as specified therein.

(b) Welding procedure and welder
performance tests must be made annu-
ally, in accordance with Section IX of
the ASME Code. In addition to the es-
sential variables set forth therein, the
following must also be considered:
number of passes, thickness of plate,
heat input per pass, and manufactur-
er’s identification of rod and flux. The
number of passes, thickness of plate,
and heat input per pass may not vary
more than 25 percent from the proce-
dure for welder qualification. Records
of the qualification must be retained
for at least five years by the tank
manufacturer and be made available
upon request to representatives of the
Department of Transportation or the
owner of the cargo tank.

(c) All longitudinal welds in tanks
and load bearing jackets must be locat-
ed s0 as not to intersect nozzles or sup-
ports other than load rings and stiff-
ening rings.

(d) Substructures must be properly
fitted before attachment, and the
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welding sequence must minimize
stresses due to shrinkage of welds.

(¢) Filler material containing more
than 0.05 percent vanadium may not
be used with quenched and tempered
steel.

(fy All joints must be in accordance
with Part UW of the ASME Code,
except that a butt weld with one plate
edge offset is not authorized. All tank
nozzle to shell and nozzle to head
welds must be full penetration welds.

§ 178.338-5 Stiffening rings.

(a) A tank is not required to be pro-
vided with stiffening rings except as
provided in the ASME Code.

(b) If a jacket is evacuated, it must
be constructed in compliance with
§ 178.338-1(f). Stiffening rings may be
used to meet these requirements.

§178.338-6 Manholes.

With the exception of tanks con-
structed of SA-240 series 300 stainless
steel; SB-209 series 3,000 and series
5,000 aluminum; or SA-353, SA-535
Type I, nickel alloy steels, each tank
constructed in accordance with Part
UHT of the ASME Code and any tank
of greater than 3,500 gallons water ca-
pacity must be provided with a man-
hole conforming to paragraph UG-46
(g)(1) and other requirements of the
ASME Code. The jacket must either
be provided with means of entrance
and exit through the manhole, or
marked to indicate the manway loca-
tion on the tank. The location of the
manhole raust be at the rear or on the
rear head of the tank.

§178.338-7 Openings.

(a) The ligquid product discharge
opening of each tank intended for
flammable ladings must prov
complete drainage of the liquid con-
tents.

() With the exception of gauging
devices; thermometer wells; and safety
rciief, maonual vent, and pressure con-
trol valves or devices; each opening in
the tank must be c¢iosed at or inside
the jackel or within the protective
housing prescribed in §172.335-10Kb)
with a plug, cap, bolted ilange, or
plate; or provided with a valve con-
forming to the requirements of
§3178.338-b and 178.338-11, as appro-
priate.

(¢) If the leakage of a single valve,
except a safety relief valve, pressure
control valve, full trycock or gas phase
manual vent valve, would permit loss
of flammable material, an additional
clasure that is leak tight at tank
desipn pressure must be provided out-
beard of such valve.

§ 178.238-8 Safety reliel devices, piping,
valves, and fittings.

(a)} Safety relief devices. Each tank

safety relief device must he designed,
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constructed, and marked for a rated
pressure equal to or exceeding the
tank design pressure at the coldest
temperature expected to be encoun-
tered (see §173.318(h) of this sub-
chapter).

(b) Piping, valves, and fittings.

(1) All piping, valves, and fittings
shall be as prescribed in §§ 178.33(f)
and 173.318(b) of this subchapter.

(2) Bach valve must be designed,
constructed, and marked for a rated
pressure equal to or exceeding the
tank design pressure, at the coldest
temperature expected to be encoun-
tered.

(3) A1l fittings must be rated for the
maximum pressure and suitable for
the coldest temperature to which they
will be subjersted in actual service,

(4) All piving and fittings must be
grouped and protected from damage
as required by § 178.333-10.

(5) When a pressure-building coil is
used or a tank designed to handle
oxygen or flammable ladings, the
vapor connection to that coil must be
provided with a valve as close to the
tank as practicable to prevent the loss
of vapor in case of damage to the coil.
The ligunid connection to that coil
must also be provided with a valve.

§178.328-% Holding time.

(a) Holding time is the time, as de-
termined by testing, that will elapse
before the pressure of the contents,
under eguilibrium conditions, reaches
the level of the lowest pressure control
valve setling.

(b) Tiie test to determine holding
timie must be performed by charging
the  tank with a cryogenic liquid
having i boiling point at atmospheric
pressure equivalent te the coldest
design service temperaiure of the
tank The tank rmusgt be charged to ils
maximum permibtted filling deusity
witn that liguid at a temperature cor-
responding te its boiling point at at-
mospheric pressure. The cargo tank
tegather with its contents muast then
be exposed to ambient temyperatire.

(1Y Optional test regimen. I imore
than one cargo tank is made to the
saine design, only one cargo tank must
be subjected to the full helding time
test at time of manufacture. However,
subsequent cargo tanks made to the
same  design must be  performance
tested during the first irip. The resuits
of this test must agree within 10 per-
cent of the original test, "This periorm-
znece test must be performed in accord-
ance with  §§ 1733310y and
177.840(h) of this subchapter,

(2) Same design. The term “same
design’ as used in this section means
cryocgenic cargo tanks mads:

(1) by the same manulaciurer,

(il) tc the same engineering draw-
ings, and calcuiations. :
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(iii) to the same dimensions of
length, diameter, and volume,

(iv) of the same materials of con-
struction, and

(v) with the same insulation system.

(¢) The tank pressure and ambient
temperature must be recorded at 3-
hour intervals, until the pressure level
of the contents reaches the pressure
at which the lowest pressure relieving
device is set to open. This total time
lapse in hcurs shall be noted “meas-
ured holding time at —°P. average
temperature,” The measured holding
time must be adjusted to an equivalent
holding timc for the intended com-
modity at an average ambient tem-
perature of 85°F. to establish the
rated holding time (RHT). The
marked rated holding time (MRHT)
may not exceed the established RHT,
The MRHT is converted to the “one-
way travel time” (OWTT) by the for-
mulae:

1) OWTT=-MRHT-24 equal to 72 hours.
(2) OWTT=MRHT-48 for tanks with an
MRHT greater

where:
OWTT=0ne-way travel time, in hours,
and
MRHT=Marked rated holding time, in
hours.

§178.339-10 Collision damage protection.

(a) All valves, fittings, safety relief
devices, and other accessories to the
tank proper must be installed within
the motor vehicle framework or within
a suitable ¢ollision resistant guard or
housing, and appropriate ventilation
must be provided. Safety relief devices
must be protected so that in the event
of the upset of the vehicle onto a hard
surface, their opening will not be pre-
vented and their discharge will not be
restricted.

(b) The protective deviees or hous-
ings and their attachments to the ve-
hicle structure must be designed to
withstand static loading in any direc-
tion in which they may be loaded as a
result of front, rear, side, or sideswipe
collisionn, or the overturn of the vehi-
cle. The static loading shall egual
twice the weight of the tank and at-
tachrents, when the tank is filled
with the iading. A safety factor of
four, based on the ultimate strength
of the material, shall be used. The pro-
tective device or the hiousing rust be
made of matal at least ¥%s-inch thick
or ctuer material of equivalent
strength.

(¢) Tach tank motor vehicle must be
provided with at least cne rear bumper
designed to protect the tank and
piping in the even! of a rear end colli-
ston, The bumper design must trans-
mit the force of the collision directly
to Lthe chassis of the vehicle, The rear
bumper and its attachments to the
chassis must be designed to withstand
a load equal to twice Lhe weight of the
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loaded tank and attachments, using a
safety factor of four based on the ulti-
mate strength of the materials used,
with such load being applied horizon-
tally, and parallel to the major axis of
the tank or within 30 horizontal de-
grees thereof. The rear bumper dimen-
sions must meet the requirements of
§393.86 of this title and must extend
vertically to a height adequate to pro-
tect all valves and fittings located at
the rear of the tank from damage that
could cause loss of lading.

(d) Every part of the loadcd cargo
tank and any associated valve or pipe,
enclosure, or protective device or
structure (exclusive of wheel assem-
blies) must be at least 14 inches above
level ground.

§178.338-11 Discharge control devices. .

(a) Excess-flow valves are not re-
quired.

(b) Each filling and discharge line
must be provided with a shu-off valve
located as close to the tank as practi-
cable. Unless this valve is manually op-
erable at the valve, the line must also
have a manual shut-off valve.

(¢) Each filling and discharge line on
a cargo tank intended for service
transporting a flammable lading must
be provided with a remotely controlled
shut-off valve normally operated by
air, gas or hydraulic pressure, or me-
chanical means. If pressure from a res-
ervoir or from an engine-driven pump
or compressor is used for cpening this
valve, the control must be of fail-safe
design, spring-biased to stop the ad-
mission of such pressure. Unless the
jacket is evacuated, the seat of the
valve must be inside the tank, in the
opening nozzle or flange, or in a com-
panion flange bolted to the nozzle or
flange. If the jacket is evacuated, the
seat of the valve must be inside the
jacket, in the jacket opening, nozzle or
flange, or in a companion flange
bolted to the nozzle or flange.

(1) On a cargo tank with a capacity
in excess of 3,500 gallons of water,
each internal shut-off valve must be
provided with remote means of auto-
matic closure, both mechanical and
thermal, installed at the ends of the
cargo tank in at least two diagonally
opposite locations. Fusible elements
may not have a melting point exceed-
ing 2530° F. One means may be used to
close more than one remotely con-
trolled valve.

(2) On a cargo tank with a capacity
of 3,500 gallons of water or less, each
internal shut-off valve must be pro-
vided with at least one remote control
station on ihe end of the cargo tank
opposite the main control station. The
remote control station must contain
manual means, and may also contain
thermal means, for closing the remote
controlled shut-off valves. One means
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may be used to close more than one re-
motely controiled valve.

§178.338-12  Yield section.

The design or installation of each
valve, damage to which could result in
loss of liquid or vapor, must incorpo-
rate a yield section or breakage groove
adjacent to and outboard of the valve.
The section or groove must yield or
break under strain without damage to
the valve that would allow the loss of
liquid or vapor. The protection speci-
fied in § 178.338-10 is not a substitute
for a yield section or breakage groove.

§ 178.338-13 Supports and anchoring.

(a) A cargo tank that is not perma-
nently attached to or integrated with
a vehicle chassis must be secured by
turnbuckles or other equally efficient
devices that will draw the cargo tank
down tight on the frame without in-
troducing any undue concentration of
stresses. Anchors, stops, or other
means must be provided to prevent
relative motion between the cargo
tank and the vehicle chassis when the
vehicle is in operation, and must be in-
stalled so as to be readily accessible
for inspection and maintenance.

(b) A tank rmotor vehicle constructed
so that the cargo tank constitutes, in
whole or in part, the structural mem-
bers used in place of a motor vehicle
frame must have the tank or “the
jacket supported by external cradles
or by load rings. A cargo tank with a
lozd-bearing jacket mounted on a
frame must be supported by external
cradles, load rings, or longitudinal
members. If cradles are used, they
must subtend at least 120 degrees of
the cargo tank circumference. The
design calculations for the supports
and load-bearing outer shells, and
cargo tank support attachments to an
outer shell head, must include beam
stress, shear stress, torsion stress,
bending moment, and acceleration
stress for the loaded vehicle as a unit,
using a safety factor of four based on
the ultimate strength of the material
and a 2 ““‘g” longitudinal and lateral
loading and three times the static
weight in vertical loading (see Appen-
dix G of the ASME Code). The effects
of fatigue must be considered in the
calculations.

(¢) When a cargo tark support is at-
tached to the head of a tank or jacket
the stresses imposed on the head must
be provided for as required in para-
graph (b) of this section.

(d) All attachments of supports and
bumpers to tanks and to load-bearing
jackets must be made by means of
pads of material similar to that of the
tank or jacket, by load rings, or by
bosses designed or gusseted to distrib-
ute the load. The pad thickness must
pe at least Yi-inch, or the thickness of
the tank or jacket matcrial if less, and

shall, in any case, be no thicker than
that of the tank or jacket material.
Each pad must extend at least four
times its thickness, in each direction,
beyond the weld sttaching the support
or bumper. Each pad must be per-
formed to an inside radius no greater
than the outside radius of the tank or
jacket at the place of attachment.

Each pad corner must be rounded to a-

radius at least one-fourth the width of
the pad and no greater than one-half
the width of the pad. If weep holes or
telltale holes are used, they must be
drilled or punched before the pads are
attached. Each pad must be attached
to the tank or jacket by continuous
fillet welding using filler material
having properties conforming to the
recommendations of the manufacturer
of the tank or jacket material.

(e) When a tank is supported within
the jacket by structural members,
these members must be designed to
withstand minimum static loadings of
one and one-half vertical upward, two
lateral and longitudinal, and three ver-
tical downward times the weight of
the tank, under any condition of load-
ing, using a safety factor of four,
based on the ultimate strength of the
material used at the coldest tempera-
ture to which the members will be sub-
jected. When load rings in the jacket
are used for supporting the tank, they
must be designed to carry the fully
loaded tank at the above specified
static loadings, plus external pressure.

2178.338-14 Gauging devices.

(a) Liquid level gauging devices.

(1) Unless a cargo tank is intended
to be filled by weight, it must be
equipped with one or more gauging de-
vices which accurately indicate the
maximum perminted liquid level in ac-
cordance with the loading pressure, to
provide a miniraum of two percent
outage below the inlet of the pressure
control valve or safcty rclief valve at
the condition of incipient opening of
that valve. A fixed-length dip tube, a
fixed trycock line, or a differential
pressure liquid level gauge may be
used as a primary control for filling;
other gauging dcvices, except gauge
glasses, may be used but not as a pri-
mary control for fiiling.

(2) The design pressure of each
liquid level gauging device must be at
least that of the tank.

(3) If a fixed length dip tube gauging
device or trycock line is used, it must
consist of a pipe or tube of smailer di-
ameter equipped with a valve at or
near the jacket, and extending into
the cargo tank to a specified filling
height. The fixed height at which the
tube ends in the cargo tank must be
such that the device will function
when the liquid reaches the maximum
level permitted in loading. The setting
(percent outage) must be indicated in
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a visible location at or adjacent to the
valve

(4) 'The tiquid level gauging devie2
usad as 2 primary contesl for {illing
must B2 decizined and instalied i
curately indicate the maxirmuw filling
1zv 2], at the D(;“ L mﬂ“ ray of the tank
Dot ?

n i

§178.332-15  (ferniness

erficiss
Leads,
debiris, and cthiey
must be removed prior to {inal closure
of the manway or the tank. Chemical

cr solvent cleaning wx th a material
compatible with the intended lading
must be performed to remove any con-
taminantis likely to react with the
ladine.

§178.338-16 Inspection and testing.

(a) General. The material of con-
struction of a cargo tank, ils appurte-
nances, and the iacket if evacuated,
must be inspected for compliance with
the ASME Code. The tank must be
subjected to cither a hydrostatic or
pneumatic test in accordance with the
following:

(1) Hydrostatic test. The hydrostatic
test pressure must be one and one-half
times the sum of the design pressure,
plus static head of lading, plus 14.7 psi
if subjected to external vacuum,
except that for tanks constructed in
accordance with Part UHT of the
ASME Code the test pressure must be
twice the design pressure.

(2) Pneumatic test. The pneumatic
test may be used in place of the hydro-
static test. Due regard for protection
of all personnel should be taken due to
the potential hazard involved in a
pneumatic test. The pneumatic test
pressure must be one and one-half
times the sum of the design pressure,
plus statie head of lading, plus 14.7 psi
if subjected to external vacuum,
except that for tanks constructed in
accordance with Part UHT of the
ASME Code, the test pressure must be
twice the design pressure. The pneu-
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malic test pressure in the vessel must
be reached by gradually increasing the
pressure to ore-half ol the test pres-
sure, Thereafter, the test pressure
n’vusL be ineressed i,q steps of approxd-

t pressure

the
u,’i"r tht W r’lde,.
tior of catiing and 3 g
qualified. After veyair, t,hc tzi
again  be ros:«vw‘»d hant-
such heat treatment was previocusly
perfeimed, and the repzaired areas
must again be tested,

(d) A verificaticn must be msde of
the interior cleanliness of a vank con-
structed for oxygen service by means
that assure that all contaminants that
are likeiy to react with the lading have
been removed as reguired in § 178.338-
15.

§178.338-17 Pumps.

See §3173.33(0) and 173.318(a)X(4) of
this subchapter.

§178.338-18 Marking.

(a) Nameplalte. On the right side
near the front of each tank a corro-
sion resistant metal nameplate must
be permanecntly affixed by brazing or
welding around its perimeter. If this
nameplate is attached by welding, it
must be welded before the tank is
postweld heat-treated. The nameplate
must be plainly marked by stamping,
embossing, or other means of forming
letters into the metal of the plate in
characters at least %-inches high. The
following information, in addition to
thal required by the ASME Code,
must be included (parenthetical abbre-
viations may be used):

(1) DOT Specification number MC
338 (DOT MC 338);

(2) Material specification number
(Mat. Spec. No.);

(3) Maximum density of lading for
which the tank is designed (Max.
Dens. of Lading);
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(4) Water capacity in pounds net at
60°F. with the tank at its coldest oper:
ating temperature after deduction for
the volume above the inlet to the
safety reliel device or pressure contraol-
ing valve, strustural members, haffiss,
piping, and oihier appurtenances inside
the tank OGN, Cap.); end
(Sv Original test wate (Orig. Test

=ast. Ye-inch
cntheiical

(41 r‘u'n of manuiae'zure (Daie of

(5) Certiticnte date (Cert. Date);

3 I service temperature
(Design Serv, Terap.);

7y “INSULATION FOR OXYGEN
SERVICE” or “NOT AUTHCRIZED
TOR OXYGEN SERVICE”, as appro-
priate:

(8) Marked rated holding time——
hours and  uame of cryoger
(MRHAT-—-- hrs., name of cryogen);
and

(9 Maximum weight of lading for
which designed-—-pounds (Max. Net
Wgt.—-—1be.).

.(¢) The design weight of lading used
in  determining the loading in
§§ 178.338-3(b), 178.338-10(b) and (¢),
178.338-13(b) and (e) of this section
must be shown as the maximum
weight of lading marking required by
paragraph (b) of this section.

(d) The jacket must be plainly
marked ont the right side near the
front, in letters, at least two inches
high on a contrasting background
“One-way Travel Time—hrs.,” with
the blank filled in according to the re-
sults of the computation prescribed in
§178.338-9(c).

§ 178.338-19 Certification.

(a) The manufacturer of a cargo
tank vehicle shall furnish with the
completed vehicle at or before Lhe
time of delivery, the tank manufactur-
er’s data report required by the ASME
Code, a photograph, pencil rub, or
other facsimile of the plates required
by paragraphs (a) and (b) of § 178.338-
18, and a certificate bearing the manu-
facturer’s vehicle serial number stat-
ing that the completed tank vehicle
conforms to all applicable require-
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ments of Specification MC 338, includ-
ing the ASME Code in effect on the
date (month, year) of certification.

(b) In the case of a cargo tank vehi-
cle manufactured in two or more
stages, each manufacturer who per-
forms a manufacturing operation on
the incomplete vehicle or portion
thereof shall furnish to succeeding
manufacturer at or before the time of
delivery a cerfificate covering the par-
ticular operation performed by that
manufacturer. The cerificate must in-
clude sufficient sketches, drawings,
and other information to indicate the
location, make, model and size of each
valve and the arrangement of all
piping asociated with the tank, Each
certificate must be signed by an offi-
cial of the manufacturing firm respon-
sible for the portion of the complete
tank vehicle represented thereby, such
as basic tank fabrication, insulation,
jacket, or piping.

(¢) ‘The owner shall retain the copy
of the data report, certificates, and re-
lated papers throughout his ownership
of the tank and for at least one year
thereafter. In the event of change of
ownership, retention by the prior
owner of non-fading photographically
reproduced copies will satisfy this re-
quirement. Each motor carrier using
the tank vehicle, if not the owner
thereof, shall obtain a copy of the
data report and the certificate or certi-
ficates and retain them during the
time he uses the tank and for at least
one year thereafter.

PARY 179—SPECIFICATIONS FOR TANK CARS

36. The Table of Sections to Part 179
would be amended by revising the en-
tries for Subpart F and §§ 179.400 and
179.401 to read as follows:

* » L] Ld *

Subpart F—Specification for Cryogenic liquid
Tank Cor Tanks ond Seamless Steel Tanks
(Classes DOT-113 and 107A)

179.400 Greneral specification applicable to
cryogenic liquid tank car tanks.

179.401 Individual specification require-
ments applicable to inner tanks for cryo-
genic liquid tank car tanks.

* * » » *

37. In § 179.102, § 179.102-4 would be
revised; § 179.102-17 would be added to
read as follows:

§179.102 Special commodity requirements
for pressure tank car tanks.

. Ll » » -

§ 17\9.102—4 Vinyl fluoride, inhibited.

Each tank used to transport vinyl
fluoride, inhibited, must comply with
the following special requirements:
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(a) The tank must comply with spec-
ification DOT-105A600W and must be
designed for loading at or colder than
minus 50°F.

(b) All plates for the tank, manway
nozzle, and anchor must be made of
steel complying with ASTM Specifica-
tion A516, Grade 70; ASTM Specifica-
tion A537, Grade B; or AAR Specifica-
tion TC128, Grade B of AAR Specifi-
cations for Tank Cars, Appendix M.
Impact specimens must be Type A
Charpy V-noich as shown in ASTM
Specification A370 and must meet the
impact requirements at or colder than
minus 50° F. The ASTM specifications
referred to are found in the Book of
ASTM Standards, Part 4 (see
§171.7¢dX5)iv) of this subchapter).
Production welded test plates pre-
pared as required by W4.00 of AAR
Specifications for Tank Cars, Appen-
dix W, must include impact test speci-
mens of weld metal and heat affected
zone, prepared and tested in accord-
ance with W9.00 of AAR Specifica-
tions for Tanxk Cars, Appendix W, and
these must meet the same impact re-
guirements as the plate material at or
colder than minus 50°F.

(¢) Insulation must be of approved
material and must be self-extinguish-
ing.

(d) The tank must be equipped with
one safely relief valve, set for the
start-to-discharge pressure listed in
§179.101-1 and one safety vent of ap-
proved design, set to function at a
pressure less than the tank test pres-
sure, but not less than 78 percent of
the tank test pressure. The discharge
capacity of each safety relief device
must be sufficient to prevent the build
up of pressure in the tank in excess of
82% percent of the tank test pressure.
The discharge from each safety rellef
device must be piped outside the pro-
tective housing.

(e) Excess flow valves must be in-
stalled under all liquid and vapor
valves, except safety relief valves.

(f) A thermometer well must be in-
stalled.

(g) A gaging device is not required
but may be installed. Fixed length dip
tubes may be uscd for gaging.

(h) A pressure gage must be in-
stalled.

(i) Aluminum, cooper, silver, zinc, or
an alloy containing any of these
metals may not be used in the tank
construction, or in fittings in contact
with the lading.

(j) The jacket must be stenciled ad-
jacent to the water capacity stencil
“COLDEST LADING TEMFPERA-
TURE —" F.”

(k) The tank car and insulation must
be designed 1o prevent the vapor pres-
sure of the lading from increasing
from the pressure at the maximum al-
lowable filling density to the start-to-
discharge pressure of the safety relief

valve within 30 days at an ambient
temperature of 90°F.

(1) The fillet welds between the tank
anchor and tank shell may not have
internal voids or discontinuities. These
welds must be examined by radioscopy
or other non-desiructive testing tech-
nique to ensure that they do not have
internal voids or discontinuities.

- . - L] .

§179.102-17 Hydrogen chloride, anhy-

drous.

Each tank car used to transport hy-
drogen chloride, anhydrous must
comply with the following special re-
quirements:

(a) The tank car must comply with
Specification DOT-105A600W and be
designed for loading at or colder than
minus 50 degrees F.

(b) All plates for the tank car tank,
manway nozzle, and anchor must be
made of steel complying with the
ASTM Specification A518, Grade 70;
ASTM Specification A537, Grade B; or
AAR Specification TC128, Grade B of
AAR Specifications for Tank 'Cars Ap-
pendix M. Impact specimens must be
Type A charpy V-notch in ASTM
Specification A370 and must meet the
fmpact requirements at or colder than
minus 50 degrees F. The ASTM speci-
fications referred to are found in the
Book of ASTM Standards, Part 4 (see
§ 17L.7(dX5Xiv) of this subchapter).
Production welced test plates pre-
pared as required by W4.00 of AAR
Specifications for Tank Cars, Appen-
dix W, must include impact test speci-
mens of weld metal and heat affected
zone, prepared and tested in accord-
ance with W9.00 of AAR Specifica-
tions for Tank Cars, Appendix W, and
these must meet the same impact re-
quirements as the plate material at or
colder than minus 50 degrees F.

(¢) Insulation must be of approved
material and must be self-extinguish-
ing.
(d) Safety relief valves must be
monel trimmed and equipped with a
frangible disc of silver, or teflon
coated monel or tantalum. Each safety
relief device shall have the space be-
tween the frangible disc and the relief
valve vented with a suitable auxiliary
valve. The discharge from each safety
relief valve must, be piped outside the
protective housing.

(e) Loading and unloading valves
must be Hastelioy B or C or monel
trim and identified as “Vapor” or
“Liquid”. Excess flow valves must be
installed under all liquid and vapor
valves, except safety relief valves.

(f) A thermometer well must be in-
stalled.

(g) A gaging device is not required
but may be installed. Fixed length dip
tubes may be uszd for gaging.

FEDERAL REGISTER, VOL. 44, NO. 47—THURSDAY, MARCH 8, 1979




(h) A sump must be installed in the
bottom of the tank under the liquid
pipes.

(i) All gaskets must be teflon, teflon
jacketed, or of other approved materi-
al. .
(j) The tank car tank may be
equipped with exterior cooling coils on
top of the tank car shell.

(k) The jacket must be stenciled ad-
jacent to the water capacity stencil
“COLDEST LADING TEMPERA-
TURE, —F.”

(1) The tank car and insulation must
be designed to prevent the pressure of
the lading from increasing from the
pressure at the maximum allowable
filling density to the start-to-discharge
pressure of the safety relief valve
within 30 days at an ambient tempera-
ture of 90° F.

(m) The fillet welds between the
tank anchor and tank shell may not
have internal voids or discontinuities.
These welds must be examined by ra-
dioscopy or other non-destructive test-
ing techniques to ensure they do not
have internal voids or discontinuities.

» * * * *

38. Subpart F would be revised to
read as follows:

Subpart F—Spacification for Cryogenic Liquid
Tank Cor Tanks and Seamless Steel Tanks
(Classes DOT-113 and 107A)

§179.400 General specifications applicahle
to cryogenic liguid tank car tanks.

§ 179.460-1 General.

Tanks built to these specifications

must comply with §§179.400 and
179.401.

§179.400-2 Appreval.
See § 179.3 for approval procedure.

§179.400-3 Type.

(a) Tanks built to these specifica-
tions must consist of an inner contain-
er suitably supported within an outer
shell. The tank car must be equipped
with piping systems for vapor venting,
transfer of lading and with safety
relief devices, controls, gages and
valves prescribed herein.

(b) The annular space must be evac-
uated and contain a suitable insula-
tion. Tanks must be circular in cross
section, with heads designed concave
to pressure. The out of roundness of
the cylindrical portion of the inner
and outer shell may not be greater
than that permitted in Section VIIL,
Division 1, Paragraph UG-80 of the
ASME Code.

§ 179.400-4 Insulation system and holding
time.
(a) The insulation system must:
(1) provide 30 days of holding time
as determined by testing, or
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(2) provide 12 days of holding time
as determined by testing and such a
car must be equipped with an ap-
proved device to prevent discharge of
a gas raixture exceeding 509 of the
lower flammability limit to the atmos-
phere under normal conditions of stor-
age or transportation.

(b) The holding time test will meas-
ure the time elapsed before the pres-
sure of the contents under equilibrium
conditicns reaches the level of the
lowest pressure control valve setting.

(¢) The test to determine holding
time must be performed by charging
the tank car with a cryogenic liquid
having a boiling point at atmospheric
pressure equivalent to the coldest
design service temperature of the
tank. The tank must be charged to its
maximum permitted filling density
with that liguid at a temperature cor-
responding to its boiling point at at-
mospheric pressure. The rail car to-
gether with its contents must then be
exposed to ambient temperature,

(d) The tank pressure and ambient
temperature must be recorded at 3-
hour intervals, until the pressure level
of the contents reaches the pressure
at which the lowest pressure relieving
device is set to open. This total time
lapse in hours shall be noted “meas-
ured holding time at —"F. average
temperature.” The measured holding
time must be adjusted to the equiva-
lent holding time for the intended
commoedity at an average ambient tem-
perature of 90° F. to establish the
rated holding time,

(e) Insulating material must be ap- -

proved and must be self-extinguishing.

(f)y If the insulation consists of a
powder having a tendency to settle,
the entire top of the cylindrical por-
tion of the inner container must be in-
sulated with a layer of glass fiber insu-
lation of at least one-inch nominal
thickness or equivalent, suitably held
in position, and covering an area ex-
tending 25 degrees 1o each side of the
top center line of the inner tank.

(g) The outer shell must be provided
with fittings to permit effective evacu-
ation of the annular space between
the outer shell and the inner contain-
er.
(h) Connections must be provided
for a vacuum gage of approved design
to indicate the absolute pressure in
the annular space. The gage, if not
portable, must be mounted in a posi-
tion where it will be readily visible to
an operator. The connection for a
portable gage must be easily accessi-
ble.

§179.400--5 Materials.

(a) Hizh-alloy steel plate of type 304
or 304L must be used for the inner
tank and its appurtenances, as speci-
fied in AAR Specifications for Tank
Cars, Appendix M, and must be;’
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(1> In the annealed condition prior
to fabrication, forming and fusion
welding;

(2) Suitanle for use at the tempera-
ture of the lading; and

(3) Compatible with the lading.

(b) Any steel casting, steel forging,
rivet, stee]l structural shape and
carbon steel plate used to fabricate
the outer shell and heads must be as
specified in AAR Specifications for
Tank Cars, Appendix M.

(c) Specimens for the required
impact tests of plate material and weld
material used for the inner container
and appurtenances must be taken
from the welded test plate. The speci-
mens must be subjected to the tests
prescribed and satisfy the results spec-
ified in AAR Specifications for Tank
Cars, Appendix W, at a temperature
no warmer than the boiling point of
the lading at atmospheric pressure,

§179.400-6 Bursting and buckling pres-
sure,

(a) The rainimum required bursting
pressure of the inner container is
listed in § 179.401-1.

(b) The outer container of the re-
quircd evacuated insulation system
must be designed in accordance with
§179.400-7(d) in addition to the design
loads and stresses specified in Section
AAR.23 of the AAR Specifications for
Tank Cars. Such designs and calcula-
tions must include the loadings and
stresses transferred to the outer con-
tainer through the support system.

§ 179.400-T Thickness of plates.

(a) The minimum wall thickness,
after forming, of the inner container
and the 2:1 ellipsodial heads for the
inner container must be that specified
in §179.401-1, or that calculated by
the following formula; whichever is
greater:

t=Pd/2SE
Where:

d=inside diameter, in inches;

E=09 welded joint efficiency, except
E=1.0 for seamless heads; P=minimum
required bursting pressure, in psi;
S=minimum tensile strength of plate
material, in psi, as prescribed in AAR
Specifications for Tank Cars, Appendix
M, Table M1;

t=minimura thickness of plate after form-
ing, in inches.

(b) The minimum wall thickness,
after forming, of the 3:1 ellipsoidal
heads for the inner container must be
that specified in §179.401-1, or that
calculated by the following formula;
whichever is greater:

t=1.83 Pd/2SE
Where:

d=inside diameter, in inches;
E=0.9 welded joint efficiency;
E=1.0 for seamless heads;

except
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P=minimum required bursting pressure,
in psi;

S=minimum tensile strength of plate ma-
terial, in psi, as prescribed in AAR Speci-
fications for Tank Cars, Appendix M,
Table M1

t=minimum thickness of plate after form-
ing, in inches.

(¢} The minimum wall thickness,
after forming, of a flanged and dished
head for the inner container must be
that specified in §179.401-1, or that
calculated by the following formula;
whichever is greater: 2

t=PL (3+VL/r),83E
Where:

L=main inside radius of dished head, in
inches;

E=0.9 welded joint efficiency;
E=1.0 for seamless heads;

P=minimum required bursting pressure,
in psi;

S=minimum tensile strength of plate ma-
terial, in psi, as prescribed in AAR Speci-
fications for Tank Cars, Appendix M,
Table M1;

r=inside knuckle radius, in inches:

t=minimum thickness of plate after form.
ing, in inches.

(d) For the outer container the wall
thickness after forming of the shell
and heads must be not less than 7%s
inch. The annular space is to be evacu-
ated, and the cylindrical portion of the
outer shell between heads or between
stiffening rings, if used, must be de-
signed to withstand an external pres-
sure of 37.5 psi (critical collapsing
pressure), as determined by the foilow-
ing formula:

P.=2.6E(t/D)**/(L/D)~0.45(t/D)°3
Where:

P,.-Critical collapsing pressure,
(37.5 psi minimum};

E=modulus of elasticily of shell material,
in psi;

t=minimum thickness of shell material
after forming, in inches;

D-outside diameter of shell, In inches;

L=distance between stiffening ring cen-
ters, in inches. (The heads may be con-
sidered as stiffening rings located ' of
the head depth from the head tangent
line).

except

in psi

(e) If stiffening rings are used in de-
signing the cylindrical portion of the
outer shell for external pressure, they
must be attached to the shell by
means of fillet welds. Outside stiffen-
ing ring attachment welds must be
continuous on each side of the ring.
Inside stiffening ring attachment
welds may be intermittent welds on
each side of the ring with the total
length of weld on each side not less
than % of the circumference of the
tank. The maximum space between
welds may not exceed eight times the
outer tank wall thickness.

(1) A portion of the outer shell may
be included when calculating the
moment of inertia of the ring. The ef-
fective width of shell plate on each
side of the attachment of the stiffen-
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ing ring is given by the following for-
mula:

W=0,78Rt?>
Where:

W =wldth of shell effective on each side of
the stiffening ring, in inches;

R=ocutside radius of the outer shell, in
inches;

t=plate thickness after forming of the
outer shell, in inches.

(2) Where a stiffening ring is used
that consists of a closed seclion having
two webs attached to the outer shell,
the shell plate between the webs may
be included up to the limit of twice
the vaiue of “W> as defined above.
The outer flange of the closed section
is subject to the same limitations, with
“W” based on the “R” and “{” values
of the flange. Where two separate
members, such as two angles, are lo-
cated less than “2W” apart they may
be treated as a single stiffening ring
member. (The maximum length of
shell plate which may be considered
effective is 4W).

(3) The stiffening ring must have a
moment of inertia large enough to
support the critical collapsing pressure
as determined by either of the follow-
ing formulae:

1=0.035D1L.P./E
1’=0.046D°LP./E
‘Where:

I=required moment of inertia of stiffen-
ing ring about the centroidal axis paral-
lel to the vessel axis, in inches tc the
fourth power

¥’ =required amount of inertia of combined
section of stiffening ring and effective
width of shell plate about the centroidal
axis parallel to the vessel axis, in inches
to the fourth power

D=outside diameter of the outer shell, in
inches;

L=one-half of the distance from the cen-
terline of the stiffening ring to the next
line of support on one side plus one-half
of the distance from the centerline to
the next line of support on the other
side of the stiffening ring. Both dis-
tances are measured parallel to the axis
of the vessel, in inches. A line of support
is:

(i) A stiffening ring which meets the
requirements of this paragraph, or
(ii) A circumferential line of a head
at one-third the depth of the head
from the tangent line;
P.=critical collapsing pressure, in psi (37.5
psi minimum);
E=modulus of elasticity of stiffening ring
material in psi.

(4) Where loads are applied to the
outer shell or to stiffening rings from
the support system used to support
the inner container within the outer
shell, additional stiffening rings or an
increased moment of inertia of the
stiffening rings designed for the exter-
nal pressure must be provided to carry
the support loads.

(f) A sump of siphon bowl may be in
the bottom of the inner container
shell if:

(1) it is formed directly into the
shell, or is formed and welded to the
shell and is of weldable quality metal
that is compatitle with the tank shell;

(2) the stress in any orientation
under any condition does not exceed
the circumferential stress in the inner
tank shell designed in accordance with
§179.400-7(a), and

(3) the wall thickness is not less
than that specified in § 179.401-1.

§179.400-8 Tank heads.

(a) Tank heads of the inner contain-
er and outer shell must be of approved
contour, and raust be flanged and
dished or ellipsoidal.

(b) Flanged and dished heads must
have:

(1) A main dish radius not greater
than the outside diameter of the
straight flange;

(2) An inside radius not less than 6
percent of the outside diameter of the
straight flange; and

(3) A knuckle radius not less than 3
times the head thickness.

§179.400-9 Welding.

(a) Except for a closure of an access
opening and a maximum of two cir-
cumferential closing joints in the cy-
lindrical portion of each outer contain-
er, each joint ¢f an inner container,
outer container and appurtenance
must be a fusion-welded double-welded
butt joint.

(b) The closure for an access open-
ing, and the circumferential closing
joint in the cylindrical portion of an
outer container including a head to
shell joint, may be a single-welded
butt joint using a backing strip on the
inside of the joint.

(¢) Each joint must be in accordance
with the requirements of AAR Specifi-
cations for Tank Cars, Appendix W.

(d) Each welding procedure, welder
and fabricator must be approved.

§179.400-10 Postweld heat treatment,

(a) Postweld heat treatment of the
inner container is not required.

(b) The cylindrical portion of the
outer shell, with the exception of the
circumferential closing seams, must be
postweld heat treated in accordance
with the requirements of AAR Specifi-
cations for Tank Cars, Appendix W,
Any item to be welded to this portion
of the outer shell must be attached
before postweld heat treatment. Welds
securing the inner container support
system to the outer shell, connections
at piping penetrations, closures for
access openings, and the tank heads at
cach end of the shell need not be
postwelded heat treated when it is not
practicable due to final assembly pro-
cedures.
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(¢) When cold formed heads are used
on the outer shell they must be heat
treated before welding to the shell if
postweld heat treatment is not, practi-
cable due to assembly procedures.

§ 179.400-11 Support
container.

(a) The inner container must be sup-
ported within the outer shell by a sup-
port system of approved design. The
system and its areas of attachment to
the outer shell must have adequate
strength and ductibilily al operating
temperatures to support the inner con-
tainer when filled with the lading to
any level.incident to transportation.

(b} The support system must be de-
signed to be capable of supporting,
without yielding, impact loads produc-
ing accelerations of the following mag-
nitudes and directions when the inner
container is fully loaded and the car is
equipped with a conventional draft
gear:

system for inner

Longitudinal Thg”
Transverse arg"
Vertical 3«g"

The longitudinal acceleration may
be reduced to 3 g’ where a cushion-
ing device of approved design, which
has been tested to demonstrate its
ability to limit body forces to 400,000
pounds maximum at 10 miles per
hour, is used between the coupler and
the tank structure.

(¢} The inner container and outer
shell must be permanently bonded to
each other electrically, by either the
support system, piping, or a separate
electrical connection of approved
design.

§179.400-12 Cleaning of inner container,

The interior of the inner container
and all lines connecting with it must
be thoroughly cleaned and dried prior
to use. Proper precautions must be
taken to avoid contamination of the
system after cleaning.

§ 179.400-13 Radioscopy.

Each longitudinal and circumferen-
tial joint of the inner container and
each longitudinal and circumferential
double-welded butt joint of the outer
shell must be examined the entire
length in accordance with the require-
ments of AAR Specifications for Tank
Cars, Appendix W.

§179.400-14 Access to inner container.

(a) The inner container must be pro-
vided with a means of access having a
minimum inside diameter of 16 inches.
Reinforcement of the access opening
must be made of the same material
used in the inner container. The
access closure must be of an approved
material and design.

(b) If a welded closure is used, it
must be designed to allow it to be re-
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opened by grinding or chipping and to

. be closed again by rewelding, prefer-

ably without a need for new parts. A
cutting torch may not be used.

§179.400-15 Inner container piping.

(a) Product lines. The piping system
for vapor and ligquid phase transfer
and venting must be made from mate-
rial compatible with the product and
having satisfactory properties at the
lading temperature. The outlets of all
vapor phase and liquid phase lines
must be located so that accidental dis-
charge from these lines will not im-
ringe on any metal of the outer shell,
car structures, trucks or safety appli-
ances. Suitable provision must be
made to allow for thermal expansion
and contraction.

(1) Loading and unloading line. A
liquid phase transfer line must be pro-
vided and it must have a manually op-
erated shut-off valve located as close
as practical to the outer shell, plus a
secondary closure that is liquid and
gas tight, This closure must permit
any trapped pressure to bleed off
before the closure can be removed
completely. A vapor trap must be in-
corporated in the line and located as
close as practical to the inner shell.
Any loading and unloading line must
be vacuwrm jacketed between the outer
shell and the shut-off valve. The shut-
off valve must also be vacuum jacket-
ed.

(2) Varor phase line. A vapor phase
line must connect to the inner contain-
er and must be of sufficient size to
permit the safety relief devices speci-
fied in §179.400-17 and connected to
this line to operate at their design ca-
pacity without excessive pressure build-
up in the tank. The vapor phase line
must have a manually operated shut-
off valve located as close as practicable
to the outer shell, plus a secondary
closure that is llquld and gas tight.
This closure must permit any trapped
pressure to bleed off before the clo-
sure can e removed completely.

(3) Vapor phase blowdown line. A
blowdown line must be provided. It
may be attached to the vapor phase
line specified In paragraph (a)2) of
this section upstream of the shut-off
valve in that line. A by-pass line with a
manually operated shut-off valve must
be provided to permit reduction of the
inner vessel pressure when the vapor
phase line is connected to a closed
system. The discharge from this line
must be outside the housing and must
be directed upward and away from op-
erating personnel.

(b) Any pressure building system
provided for the purpose of pressuriz-
ing the vapor space of the inner con-
tainer to facilitate unloading the
liquid lading must be approved.
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§179.400-16 Test of inner tank.

(a) After all items to he welded to
the inner container have been welded
in place, the inner container must be
pressure tested at the test pressure
prescribed in § 179.401-1, The tempera-
ture of the pressurizing medium may
not exceed L00°F, during the test. The
container must hold the prescribed
pressure for a period of not less than
ten minutes without leakage or evi-
dence of distress. In a pneumatic test
due regard for the protection of all
personnel should be taken because of
the potential hazard involved. After a
hydrostatic test the container and
piping must be emptied of all water
and purged of all water vapor.

(b) Calking of welded joints to stop
leaks developed during the test is pro-
hibited. Repairs to welded joints must
be made as prescribed in AAR Specifi-
cations for Tank Cars, Appendix W.

§179.400-17 Valves and gages.

(a) Valves. Manually operated shut-
off valves and control valves must be
provided wherever nceded for control
of vapor phase pressure, vapor phase
venting, liquid transfer and liquid flow
rates. All vzlves must be made from
approved materials compatible with
the lading and having satisfactory
properties at the lading temperature.

(1) Liquid control valves must be of
extended stem design.

(2) Packing, if used, must be satisfac-
tory for use in contact with the lading
and must be of approved materials
that will effectively seal the valve
stem without causing difficulty of op-
eration.

(3) Each control valve and shut-off
must be reaclily operable. These valves
must be mounted so that their oper-
ation will not transmit excessive forces
to the piping system.

(b) Gages. Gages except portable
units, must be securely mounted
within suitable protective housings.
The followir.g gaging devices must be
provided:

(1) Liquid level gage. Connections
must be provided for a ligquid gage of
approved design to indicate the quan-
tity of liquified lading within the
inner container. A gage must be
mounted where it will be readily visi-
ble to an operator during transfer op-
erations or storage., The connection
for a portable gage must be readily ac-
cessible.

(2) Fired length dip tube, A fixed
length dip tube, with a manually oper-
ated shut-off valve located as close as
practicable to the outer shell, must be
provided. The dip tube must indicate
the maximum liquid level for the al-
lowable filling density. The inner end
of the dip tube must be located on the
longitudinal centerline of the tank and
within four feet of the transverse
center line of the tank.
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(3) Vapor phase pressure gage. A
vapor phase pressure gage of approved
design, with a manually operated shut-
off valve located as close as practicable
to the outer shell, must be provided.
The gage must indicate the vapor
pressure within the inner container
and must be mounted where it will be
readily visible to an operator. An addi-
tional fitting for use of a test gage
must be provided. -

§ 179.400-18 Safety relief devices.

(a) The tank must be provided with
safety relief devices for the protection
of the tank assembly and piping
system. The discharge from these de-
vices must be directed away from oper-
ating personnel, principal load bearing
members of the outer shell, car struc-
ture, trucks and safety appliances.
Vent or weep holes in safety relief de-
vices are prohibited. All main safety
relief devices must discharge to the
outside of the protective housings in
which they are Jocated. This require-
ment does not apply to small safety
reiief valves installed to protect isolat-
ed sections of lines between the final
valve end closure.

(b) Materials. Materials used in
safety relief devices must be suitable
for use at the temperature of the
lading and otherwise compatible with
the lading in the liquid and vapor
phases.

(¢) Inner container. Safety relief de-
vices for the inner container must be
attached to piping connected to the
vapor phase of the inner container
and mounted so as to remain at ambi-
ent temperature prior to operation.
The inner container must be equipped
with one or more safety relief valves
and one or more safety vents (except
s noted in paragraph (¢)(3)(iv) of this
section), and installed without an in-
tervening shut-off valve (except as
noted in paragraph (¢)(3)(iii) of this
section). Additional requirements are
as follows:

(1) Safety vent. The safety vent shall
function at the pressure specified in
§179.401-1. The safety vent must be
flow rated in accordance with the ap-
plicable provisions of AAR Specifica-
tions for Tank Cars, Appendix A, and
provide sufficient capacity to meet the
requirements of AAR Specifications
for Tanks Cars, Appendix A, para-
graph A8.06(a).

(2) Safety relief valve. The safety
relief valve must:

(i) be set-to-discharge at the pres-
sure specified in § 179.401-1, and

(ii) meet the requirements of AAR
Specifications for Tank Cars, Appen-
dix A, paragraph A8.07(b).

(3) Installation of safety vent and
safely relief valve. .

(i) Inlet piping. The opening
through all piping and fittings Dbe-
tween the inner tank and its safety
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relief devices must have at least the
area of the safety relief device inlet,
and the flow characteristics of this up-
stream system must be such that the
pressure drop will not reduce the re-
lieving capacity below that required or
adversely affect the proper operation
of the safety relief device.

When the required relief capacity is
met by the use of multiple safety
relief devices which are placed on one
connection, the inlet internal cross-
sectional area of this connection must
be at least rqual to the combined inlet
areas of the safety reiief devices con-
nected to it, and in all cases must be
sufficient to provide the required flow
capacity.

(ii) Qutlet piping. The size of the
discharge lines must be at least the
same as the safety relief device outlet
and must not reduce the relieving ca-
pacity below that required to properly
protect the inner tank. When the re-
quired relief capacity is met by use of
multiple safety relief devices placed on
a common discharge manifold, the
manifold outlet internal cross-section-
al area must be at least equal to the
combined outlet areas of the safety de-
vices.

(iii) Duplicate safety devices may be
used when an approved 3-way selector
valve is installed to provide for relief
through either duplicate safety relief
device. The 3-way valve must be in-
cluded in the mounting required by
AAR Specifications for Tank Cars, Ap-
pendix A, paragraph A&§.02(h), when
conducting the flow capacity test on
the safety vent required by AAR
Specifications for Tank Cars, Appen-
dix A, paragraph A8.01(a). Flow capac-
ity tests must be performed with the
3-way valve at both of the extreme po-
sitions as well as at the mid-position to
ascertain that the flow capacity re-
guirements of AAR Specifications for
Tank Cars, Appendix A4, paragraph
AB8.07¢a) are met.

(iv) An alternate safety relief valve,
set as required in §179.401-1, may be
used in liea of the safety vent, pro-
vided it meets the flow capacity re-
quirement of AAR Specifications for
Tank Cars, Appendix A at a flow
rating pressure of 110 percent of its
start-to-discharge pressure. Installa-
tion must:

A. Prevent moisture accumulation at
the seat by providing drainage away
from that area.

B. Permit pericdic drainage of the
vent piping.

C. Prevent accumulation of foreign
material in the vent system.,

(4) Evapcration control. The routine
release of vaporized lading must be
controlled with a pressure controlling
and mixing device or prevented as
specified in §179.400-4. The pressure
controlling device must be set to start-
to-discharge at a pressure not greater

than that specified in §179.401-1, and
must have sufficient capacity to limit
the pressure within the inner contain-
er to that pressure specified in
§179.401-1 when the discharge is
equal to twice the normal venting rate
during transportation with normal
vacuum and the outer shell at 130°F.

(5) Safety interlock. If a safety inter-
lock is provided for the purpose of al-
lowing transfer cf lading at a pressure
higher than the pressure control
device setting hut less than the safety
relief valve setting, the design must be
such that the safety interlock will not
affect the discharge path of the safety
relief valve or safety vent at any time.
The safety interlock must automati- -
cally provide an unrestricted discharge
path for the pressure control device at
all times when the tank car is in trans-
port service.

(d) Quter shell. The outer shell must
be provided with a suitable system to
prevent buildup of annular space pres-
sure in excess of the external pressure
for which the inner container was de-
signed, but not to exceed 16 psig. The
total relief area provided by the
system must be a minimum of 25
square inches, and means must be pro-
vided to prevent clogging of any
system opening, as well as to provide
adequate comrnunication to all areas
of the insulation space. If a safety
vent is a part of the system, it must be
designed to prevent distortion of the
frangikle disc when the annular space
is evacuated.

(e) Piping system. Where a piping
circuit can be isolated by closing a
valve, means for pressure relief must
be installed.

8 179.400-19 Test of safety relief valves.

Each valve must be tested with air
or gas for comzliance with §179.401-1
before being put into service.

§ 179.400-20 Protective housings,

All valves, gages, closures and safety
relief valves, 'with the exception of sec-
ondary relief valves for the protection
of isolated piping, must bhe enclosed
within protective housings. The pro-
tective housing must be adequate to
protect the enclosed components from
direct solar radiation, mud, sand, ad-
verse environmental exposure and me-
chanical damage incident to normal
operation of the tank car. They must
be designed to provide reasonable
access to the enclosed components for
operation, inspection and mainte-
pance, and so thal vapor concentra-
tions cannot build up to a dangerous
level inside the housing in the event of
valve leakage or safety valve oper-
ation. The enclosures must be oper-
able by personnel wearing heavy
gloves and must. incorporate provisions
for locks or seals. Protective housings
and their covers must be constructed
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of metal not less than 0.119 inch in
thickness.

§179.400-21 Operating instructions.

All valves and gages must be clearly
identified with corrosion-resistant
nameplates. A plate of corrosion-resis-
tant material bearing directions or
precautionary instructions for the safe
operation of the equipment during
storage and transfer operations must
be securely mounted so as to be readi-
ly visible to an operator. The instruc-
tion plate must be mounted in each
housing containing operating equip-
ment and controls for product han-
dling. These instructions must include
a diagram of the tank and its piping
system with its various gauges, control
valves and safety relief devices clcarly
identified and located.

§179.400-22 Stamping.

(a) A tank that complies with all
specifications requirements must have
plainly and permanently stamped into
the metal near the center of the head
of the outer shell at the “B” end of
the car, in letters and figures at least
¥%-inch high, the following informa-
tion in the following order:

Example of
Required Stamping

Specification DOT-113A60W

Minimum loading Minus 423'F.
temperature.
Inner container. . . Inner container

. ASTM A240-304
. Shell %15 inch
. Head % inch

Material.........
Shell thickness.
Head thickness.,
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Example of
Required Stamping

Inside diameter
Tank buildars initials ..
Date of original test and
initials of party conducting
original t2st.
Water capacity
OQuter shell
Car assembler (if other than
tank buitder),
Material... v
Tank buﬂd( rs lmtm]s .

. ID 107 inch
ABC

" 00_0000GHK

.. 00000 1bs.
- Outer shell
DEF

. ASTM A515-70
XYz

(b) Any marking, stenciling or
stamping on the shell or heads of the
inner container is prohibited.

(c) In lieu of the stamping required
by paragraph (a) of this section, the
specified markings may be incorporat-
ed on a data plate of corrosion-resis-
tant metal, fillet welded in place on
the head of the outer shell at the “B”
end of the car.

§ 179.400-23 Stenciling.

The outer shell of the tank must be
stenciled as follows:

(a) the date on which the frangible
disc was replaced and the initials of
the vparty making the replacement
must be stenciled on the outer shell in
letters and figures at least 1% inch
high.

(b) The name of the hazardous ma-
terial for which the tank was designed
must be stenciled in letters at least 4
inches high with at least a 3%-inch
stroke. The separation between each
letter must be at least %-inch diame-
ter. The markings must be affixed to
both sides of the outer shell so as to

12853

be readily visible when viewed from
each side of the tank car,

(c} The minimum loading tempera-
ture and maximum lading weight must
be stenciled in letters and figures at
least 1% inches high adjacent to the,
hazardous material stencil.

(d) The water capacity must be sten-
ciled in pounds net at 60°F. with the
tank at its coldest operating tempera-
ture after deduction for the volume
above the inlet to the safety relief
device or pressure controlling valve,
structural mmembers, baffles, piping,
and other appurtenances inside the
tank, in letters and figures at least 1%
inches high.

(e) Each side of the tank car must be
stenciled, letters at least 1% inches
high with the statement, “DO NOT
HUMP OR CUT OFF WHILE IN
MOTION.” .

(f The ouler shell must be stenciled
in letters at least 1% inches high with
the statement, ‘vacum jacketed”
below the tank classification.

§179.400-24 Certificate of construction.
See §179.5.
40. § 179.401 would be revised to read
as follows:

§179.401 Individual specification require-
ments applicable to inner tanks for
cryogenic liquid tank car tanks.

§ 179.401-1 Individual
quirements.,

In addition to § 179.400 the individu-
al specification requirements for the
inner container and its appurtenances
are as follows:

specification re-

DOT specification 113A60W 113C120W
Lading Temperature (Minimum °F.) ~-423 ... . —155
Material. s . §179.400.5. §179.400-5
Impact Tests (Weld and Platc Material) .. §$179.400-5¢(¢).. § 179.400-5()
Impact Test Values ... §179.400-5(c). §179.400- 5(c)
Maximum Heat Transfer (Btu Per Day Per Lb. of Water Capacity 0.097.......... 0.4121

Max.) (see § 179.400-4).
Bursting Pressure, psi 240 300
Ya

Minimum Plate Thickness, Shell (see § 179 400-7(a)) Ya
Heads (see § 179.400-Tta), (b}, and (c)) .

Test Pressure, psi (see § 179.400-16)..
Safety Vent Bursting Pressure (Max.
Safety Relief Valve Start-to-Discharge pres
Safety Rellef Valve Vapor Tight Pressure (Min. pbl)
Safety Relief Vaive Flow Rating Pressure (Max. psi)..
Alternate Safety Relief Valve Start-to-Discharge Pressure p31 (*3

psi).

72

Alternate Safety Relief Valve Vapor Tight Pressure (Min. psi) —

Alternate Safety Relief Valve Flow Ratmg Pressure (Max. psi) —_—

Pressure Control Device...

100

Start-to-Vent (Max. psi)

Relief Device Discharge Restrictions
Transier Line INSUIAtION. et

79.400-18 ..

17

§ 179.400-18¢c(4)
§1

§179.400-15 ..

§179.400-18(c)X 4
. §179.400-18
. §179.400-15

AUTHORITY: (49 U.5.C. 1803, 1804, 1808; 49 CFR 1.53; 49 CFR Part 1 App. A. and 45 CFR
Part 106, App. A, paragraph (a)X4)n.

NoTte-~The Materials Transportation Bureau has determined that the proposals in this
notice if implemented would not result in a major economic impact under the terms of

Executive Order 12044 and DOT implementing procedures (43 FR 9583).

evaluation is available in the publie docket.
Issued in Washington, D.C. on February 28, 1979,

A regulatory

Avran I. ROEERTS,
Associate Director for Hazardous Materials
Regulation, Materials Transportation Bureau.

[FR Doe¢. 79-6603 Filed 3-7-79; 8:45 am)
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